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Series VUTR TH H EC The heat recovery air handling units in sound- and
heat-insulated casings are equipped with a rotary
heat exchanger and a built-in heat pump

• Heat exchanger type: Rotary
• Sound insulation
• Motor type: EC
• Control: Remote Control
• Casing material: Galvanized steel
• Humidity sensor: Optional
• Preheater: Built-in
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VUTR 400 TH H EC A17 160 1 1 230 520 45 Aluminum G4 G4 (F7
опция) Right A17

Rotor
rotation
control

VUTR 400 TH EH EC A17 250 1 1 230 520 45 Aluminum G4 G4 (F7
option) Right A17 Preheating Built-in

VUTR 700 TH H EC A17 250 1 1 230 830 52 Aluminum G4 G4 (F7
option) Right A17

Rotor
rotation
control

VUTR 700 TH EH EC A17 160 1 1 230 830 52 Aluminum G4 G4 (F7
option) Right A17 Preheating Built-in

VUTR 900 TH H EC A17 250 1 1 230 955 58 Aluminum G4 G4 (F7
option) Right A17

Rotor
rotation
control

VUTR 900 TH EH EC A17 250 1 1 230 955 58 Aluminum G4 G4 (F7
option) Right A17 Preheating Built-in

VUTR 400 TH H EC A18 160 1 1 230 520 45 Aluminum G4 G4 (F7
option) Right A18

Rotor
rotation
control

VUTR 400 TH EH EC A18 250 1 1 230 520 45 Aluminum G4 G4 (F7
option) Right A18 Preheating Built-in

VUTR 700 TH H EC A18 250 1 1 230 830 52 Aluminum G4 G4 (F7
option) Right A18

Rotor
rotation
control
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VUTR 700 TH EH EC A18 160 1 1 230 830 52 Aluminum G4 G4 (F7
option) Right A18 Preheating Built-in

VUTR 900 TH H EC A18 250 1 1 230 955 58 Aluminum G4 G4 (F7
option) Right A18

Rotor
rotation
control

VUTR 900 TH EH EC A18 250 1 1 230 955 58 Aluminum G4 G4 (F7
опция) Right A18 Preheating Built-in


