**Description**
- Flexible PVC air duct with spiral high-carbon steel wire frame.

**Features**
- High compression ratio.
- Heavy-flammable, flame-retarding, self-extinguishing.

**Recommended application**
- Applied in residential and commercial ventilation systems.
- The ideal solution for ventilation of living quarters and office premises.

**Technical data**

<table>
<thead>
<tr>
<th>Item</th>
<th>660</th>
<th>6601</th>
</tr>
</thead>
<tbody>
<tr>
<td>Range of sizes [mm]</td>
<td>Ø 82; 102; 127; 152</td>
<td>110x55; 60x204</td>
</tr>
<tr>
<td>Air duct base</td>
<td>PVC film (65 μm)</td>
<td></td>
</tr>
<tr>
<td>Air duct wire</td>
<td>steel spring, 0.8 mm thick</td>
<td></td>
</tr>
<tr>
<td>Operating temperature range [°C]</td>
<td>-18...+70</td>
<td></td>
</tr>
<tr>
<td>Standard length [m]</td>
<td>1; 1.5; 3; 6</td>
<td>1; 1.5; 3; 6</td>
</tr>
<tr>
<td>Available lengths (cutting) [m]</td>
<td>1; 1.5; 2.5; 3; 6; 15 (only for Ø 82/102/127)</td>
<td>1; 1.5; 3; 6</td>
</tr>
<tr>
<td>Air speed [m/s]</td>
<td>30</td>
<td></td>
</tr>
<tr>
<td>Maximum operating pressure [Pa]</td>
<td>3000</td>
<td></td>
</tr>
</tbody>
</table>

**Colour range**
- White

**Packing**
- Cardboard box
- Unit coloured packing
- Net

**Order code**

```
Polyvent type size / length
660 6601
```

**Accessories**
- Diffusers and air disk valves
- Grilles and hoods
- Backdraft dampers
- Fittings
- Clamps