
APPLICATION
The AFU filter-absorber is designed to clean the atmospheric air supplied inside 
a defense structure from the effects of warfare agents, highly toxic substances, 
radioactive dust and biological aerosols.

INSTALLATION
The filter-absorber AFU has two installation position options:
- wall installation;
- floor installation.
The mounting kit is included in the delivery set based on installation type.

OVERALL DIMENSIONS

TECHNICAL DATA
Rated technical data AFU 300 AFU 450 AFU 600 AFU 900 AFU 1200 AFU 1800

Air flow [m3/h] 300 450 600 900 1200 1800

Pressure loss [Pa] 480 550 580 1000 1000 1000

Weight [kg] 95 130 145 180 250 320

* Meets the requirements of TU U 28.2-42814790-001:2022

Model

Dimensions [mm]

L1 L2 H Connecting spigot 
diameter

AFU 300 620 583 630 200

AFU 450 620 583 720 200

AFU 600 620 583 988 200

AFU 900 721 685 1004 200

AFU 1200 717 644 1268 200

AFU 1800 771 682 1446 200

Series

AFU
Filter-absorbers

DESIGNATION KEY
AFU 180 S

Series
AFU: filter-absorber

Air flow [m3/h]
180, 240, 300, 450, 600, 900, 1200, 1800

Installation position
S: wall installation (except for 900, 1200, 1800)
P: floor installation.
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