
APPLICATION
GK type airtight valves are designed for installation on air ducts in ventilation 
systems as shut-off devices and are used to isolate rooms from the outdoor envi-
ronment or other rooms connected into a single network.

DESIGN
The GK valve is a shut-off valve structurally designed as a valve, i.e., its closing 
element moves parallel to the axis of the operating medium flow.
The valve consists of the following elements:

•• a casing made of powder-coated carbon steel;

•• flanges;

•• a disc that ensures a tight seal of the valve opening;

•• a lever that ensures a tight fit of the disc to the sealing surface;

•• a working mechanism that is directly involved in opening/closing the valve.

TECHNICAL DATA
Airtight valves are designed for a pressure of at least 0.1 MPa (1 kgf/cm²) with a 
manual drive up to 600 mm in diameter in compliance with the requirements 
specified in DBN V.2.2.5-2023. The valve is made of powder-coated carbon steel 
in accordance with RAL 5007 Muar. The transported air temperature should be 
from -20 °C to +40 °C. The valve can be operated in a temperate (Y) climate of the 
2nd placement category (Y2).
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Model
Dimensions [mm] No. and size of 

fastening bolts
Weight with flanges 

and fasteners [kg]Dy H H1 B L Dk

GK-100 100 205 293 123 268 185 M8x10 12.0

GK-150 150 255 308 143 323 235 M8x10 17.5

GK-200 200 305 325 165 374 275 M10x12 22.5

GK-225 225 330 355 175 398 300 M10x12 25.5

GK-250 250 355 367.5 185 423 325 M10x14 29.0

GK-300 300 430 - 205 487 400 M10x16 41.0
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SETTING UP VENTILATION SYSTEMS IN SHELTERS USING VENTS EQUIPMENT



OVERALL DIMENSIONS
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Model
Dimensions [mm] No. and size of 

fastening bolts
Weight with flanges 

and fasteners [kg]Dy H H1 B L Dk

GK-315 315 460 470 236 718 420 M10x16 60.5

GK-355 355 490 485 276 748 450 M10x18 67

GK-400 400 530 505 296 790 500 M10x20 74

GK-450 450 600 540 296 865 550 M10x22 89

GK-500 500 670 575 296 910 620 M10x24 103

GK-560 560 730 605 296 930 670 M10x24 115

GK-600 600 770 625 296 970 720 M10x24 123
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