
APPLICATION
The KNTK valve is designed to be installed on ventilation system air ducts to maintain and regulate the standard overpressure in a safety 
structure. The valve ensures unidirectional air flow into adjacent rooms.

TECHNICAL DATA
The KNTK valve is designed to discharge excess pressure ranging from 20 to 150 Pa in accordance with the requirements specified in the 
state building standard DBN V.2.2.5-2023. The valve is made of carbon steel with a RAL 5007 Muar powder coating. The temperature of the 
transported air should be in the range from -20 °С to +40 °С. The device can operate in temperate (Y) climate, placement category 2 (Y2).

OVERALL DIMENSIONS

Type D D1 d L H Weight, kg

KNTK-100 100 200 12 325 167.5 3.6

KNTK-150 150 237.5 12 367.5 167.5 4.1

KNTK-200 200 285 14 442.5 166.5 5.5

KNTK-250 250 325 14 521 166.5 6.6

KNTK-300 300 430 14 595 201.5 7.8
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CERTIFICATE OF ACCEPTANCE
Overpressure valve

_________KNTK_______________________________

Date of manufacture Sold  
(name of the retailer, store stamp)

Quality Inspector’s Stamp Date of sale

DESIGN
The valve consists of a flange-shaped casing with a counterweight disc that tightly fits against it. When overpressure is applied to the 
valve, the counterweight disc opens the valve and allows air to flow through freely.  The valve has an additional flange to be welded to 
the air ducts of the ventilation system. The valve can only be installed in a vertical position. The allowed deviation of the valve from vertical 
plane is ±3°.

INSTALLATION
The valve can be installed anywhere indoors: in the wall, either at the bottom near the floor or at the top near the ceiling, or in any other 
place, as long as its position is vertical only.
The steel flange is welded to the air duct mounted in the wall, then the valve casing is fastened with bolts to the steel flange.
No lubricants may be used, as the automatic release of the counterweights along the valve lever slot must be smooth, without jamming 
or sticking.

 

Manufacturer: Ventilation Systems LLC, 
Ukraine, Kyiv, 1 M. Kotsyubynskoho Street
Address of production facilities:
Ukraine, Kyiv Region, Fastiv District, Boyarka, 36 Sobornosti Street


