
APPLICATION
The casing is designed for installation of MZR and UZR protective grilles. The cas-
ing is installed onto air ducts from 100 to 710 mm in diameter.

DESIGN
The KZR casing is made of carbon steel. By default, the product is coated with 
RAL 5007 Muar powder paint.

INSTALLATION
When mounting the KZR casing on air ducts, provide sufficient room for mainte-
nance and opening the casing cover.

OVERALL DIMENSIONS KZR-S

OVERALL DIMENSIONS KZR-M

* For the MZR-282x321 grille

* For the MZR-500x500 grille
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Model ØD [mm] Weight [kg]

KZR-S-DN100 100 53

KZR-S-DN125 125 52

KZR-S-DN150 150 51

KZR-S-DN160 160 51

KZR-S-DN180 180 50

KZR-S-DN200 200 49

KZR-S-DN225 225 48

KZR-S-DN250 250 47

KZR-S-DN280 280 45

KZR-S-DN300 300 43

Model
Dimensions [mm]

Weight [kg]
ØD H H1 A

KZR-M-DN300 300

648 718 690

135

KZR-M-DN315 315 133

KZR-M-DN355 355 130

KZR-M-DN400 400 126

KZR-M-DN450 450 121

KZR-M-DN500 500 115

KZR-M-DN560 560 107

Series

KZR
Protective grille casing
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SETTING UP VENTILATION SYSTEMS IN SHELTERS USING VENTS EQUIPMENT



OVERALL DIMENSIONS OF KZR-U
* For the UZR-595x649 grille
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Model
Dimensions [mm]

Weight [kg]
Ø D H H1 A

KZR-U-DN300 300

778 848 820

179

KZR-U-DN315 315 178

KZR-U-DN355 355 175

KZR-U-DN400 400 171

KZR-U-DN450 450 166

KZR-U-DN500 500 160

KZR-U-DN560 560 152

KZR-U-DN630 630 142

KZR-U-DN710 710 128

ventilation-system.com

23


