
APPLICATION
The inspection hatch insert is designed to be installed on air ducts in ventilation 
systems on the inner premise side in an airtight zone for inspection and cleaning 
of the internal part of the GK and airtight valves.

DESIGN
The inspection hatch insert LV consists of a T-shaped casing with two flanges and 
an inspection hatch that closes tightly with a cover with rubber seal.

TECHNICAL DATA
The inspection hatch insert is made of powder-coated carbon steel by catalogue 
RAL 5007 Muar. The transported air temperature should be from -20 °C to +40 °C.
The device can be operated in a temperate (Y) climate of the 2nd placement cate-
gory (Y2) in compliance with the DSTU 15150 standard.

OVERALL DIMENSIONS

Series

LV
Inspection hatch insert

Model
Dimensions [mm]

Weight [kg]
D D1 D2 D3 D4 H L n

LV-150 150 235 8.2 255 180 298 200 10 5.8

LV-200 200 275 10.2 305 200 358 300 12 8.6

LV-225 225 300 10.2 330 200 389 300 12 9.4

LV-250 250 325 10.2 355 200 378 300 14 9.8

LV-300 300 400 10.2 430 250 497 360 16 15

LV-315 315 420 10.2 460 250 522 360 16 16.6

LV-355 355 450 10.2 480 250 537 360 18 16.5

LV-400 400 500 10.2 530 365 597 460 20 21.9

LV-450 450 550 10.2 580 365 680 450 22 24.2

LV-500 500 620 10.2 650 365 719 460 24 28.2

LV-560 560 670 13 730 520 790 600 24 39.9

LV-600 600 720 13 770 520 843 600 24 42.3

LV-630 630 740 18 800 520 870 600 24 40.5

LV-710 710 820 18 880 520 994 600 24 44.1

LV-800 800 910 18 970 520 1046 600 24 48.5
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SETTING UP VENTILATION SYSTEMS IN SHELTERS USING VENTS EQUIPMENT


