
APPLICATION
RM-M is a mandatory accessory for installing ERV-M series fans and is used to 
install them on horizontal or vertical surfaces. For horizontal installation, a frame 
is used that allows the fan to be placed on the floor so that the distance from the 
floor to the gearbox shaft is 1125 mm. For vertical installation, a set of mounting 
brackets is provided, which ensures reliable fastening of the fan to a concrete, 
aerated concrete, or solid brick wall ≥120 mm thick.

DESIGN
The frame and mounting brackets are made of powder-coated carbon steel in 
accordance with RAL 5007 Muar, providing additional anti-corrosion protection.

Series

RM-M
Mounting frame for small electrically and manually driven fan 
ERV-M

DESIGNATION KEY
RM-M -200- G

Series
RM-M: mounting frame for small electrically and manually driven fan ERV-M

Fan standard size
160, 180, 200, 225, 240

INSTALLATION
G: horizontal (on the floor)
V: vertical (on the wall)

INSTALLATION EXAMPLE

HORIZONTAL VERTICAL
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OVERALL DIMENSIONS

Model
Dimensions [mm]

Weight [kg]
A B C F H

RM-M-160-G 430 675 380 315 1095 23.5

RM-M-180-G 430 675 380 315 1085 23.7

RM-M-200-G 480 705 430 328 1075 25

RM-M-225-G 530 720 480 337 1065 26

RM-M-240-G 530 745 480 350 1065 26.7
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Назва
Розміри, мм Маса, 

кг
А В С F Н

РМ-М-160-Г
430 675 380 315

1095 23,5

РМ-М-180-Г 1085 23,7

РМ-М-200-Г 480 705 430 328 1075 25

РМ-М-225-Г
530

720
480

337
1065

26

РМ-М-240-Г 745 350 26,7
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