
APPLICATION
RMF is designed for a FYR honeycomb filters to be installed flat in the supply 
ventilation systems of shelters, forming sections for preliminary and coarse dust 
removal from the air. The filters are installed in a single plane, usually perpendic-
ular to the direction of air flow, in openings made in the structural elements of 
ventilation chambers.

DESIGN
The RMF frame is made of powder-coated carbon steel in accordance with RAL 
5007 Muar in the form of a rectangular welded frame. Each cell is equipped with 
fastening brackets that reliably secure the filter and allow for easy replacement 
if necessary.

TECHNICAL DATA
The transported air temperature should be from -20 °C to +40 °C. The device 
can be operated in a temperate (Y) climate of the 2nd placement category (Y2) in 
compliance with the DSTU 15150 standard.

OVERALL DIMENSIONS

Series

RMF
Mounting frame for FYR filters

Model
Dimensions [mm] Weight 

[kg]
No. of 
cellsA B C D J E K L V P R T Z X S N 

RMF-1 1114 570 510x510 1070 518 550 1094 235 470 250 500 1000 — — 69.4 16 14.5 2

RMF-2 1114 1114 510x510 1070 1062 1094 1094 235 1010.8 250 — 1000 70.8 — 73.4 20 28 4

RMF-3 1658 570 510x510 1614 518 550 1638 235 470 250 500 1544 — 272 73.4 20 22 3

RMF-4 1658 1114 510x510 1614 1062 1094 1544 235 1010.8 250 500 1544 70.8 272 73.4 26 42 6

RMF-5 2202 1114 510x510 2158 1062 1094 2182 235 1010.8 250 500 2088 70.8 272 73.4 30 56 8
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SETTING UP VENTILATION SYSTEMS IN SHELTERS USING VENTS EQUIPMENT


