
  Application 
The VENTS TT EC eco fans are specifically designed for 
supply or exhaust ventilation of premises requiring 
extremely low power consumption and low noise 
level. The fans are compatible with round air ducts 
from Ø 100 and 125 mm. Exhaust ventilation systems 
based on the VENTS TT EC eco fans are the best 
solution for residential use with high requirements to 
the energy consumption.

  Design 
The casing is made of high-quality durable plastic. 
The removable impeller and motor block with a 
terminal box is fixed to the casing assembled with the 
spigots by means of special clamps with latches. This 
makes the fan maintenance fast and easy. The fan 
maintenance does not require total disassembling. 
Just pull out the central block from the casing and 
perform required servicing. 

   Motor 
The models of VENTS TT EC eco series are equipped 
with a single phase EC motor with extremely low 
power consumption and are available in two speed 
modifications. The motors have thermal overheating 
protection to prevent the motor overload. The ball 
bearings extend the motor service life up to 40 
000 hrs. at non-stop operation. The motor has IPX4 
ingress protection rating.

  Speed control 
The double-speed motors are controlled with a built-
in switch (V option) or an external switch for multi-
speed fans (available upon separate order). 

TT fan with a three-position 
speed switch 

  Mounting 
The fans are suitable for mounting at any angle and 
point of the system. Several fans may be installed 
inside one system:  
– parallel mounting to increase air flow;

TTP kit for parallel connection 

– 

in series mounting to increase operating pressure; 

TTS kit for series connection 

The fan case is equipped with a flat mounting bracket 
to attach the fan to the wall. The mounting box may 
be installed in any position to facilitate mounting and 
wiring. 

FANS FOR ROUND DUCTS 

Air duct diameter 

100; 125

Motor modification

eco: energy efficient 
motor with low 
power consumption

Motor type

EC

Options 

R: power cord with mains plug.
V: threeposition speed switch.
T: adjustable timer from 2 to 30 minutes.

Series 

VENTS TT  

Designation key 

Series   
VENTS TT EC eco

Inline mixed-flow fans with 
the air flow up to 

275 m3/h 

Accessories

Silencer Filters Heaters Backdraft 
damper Air shutter Speed switches

P2-1-300        P2-10Clamps

motor
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TT 100 EC eco TT 125 EC eco

Speed min max min max

Voltage [V/50 (60) Hz] 1~230

Power [W] 9 14 10 16

Current [A] 0.10 0.12 0.11 0.13

Max. air flow [m3/h] 170 210 228 275

Max. airflow [l/s] 47 58 63 76

RPM [min-1] 2204 2562 2204 2562

Sound pressure level @3m [dB(A)] 28 29 26 28

Transported air temperature [°C] -25...+40

Protection rating IPX4

Technical data
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Type 
Dimensions [mm]

Mass [kg]
D B H L

TT 100 EC eco 96 167 190 246 1.45

TT 125 EC eco 123 167 190 246 1.79

Fan overall dimensions

  Mounting examples

in the bathroom in the office

FANS FOR ROUND DUCTS 


