
 Description
The air handling units are the fully featured ventila-
tion units with heat recovery for air filtration, fresh air 
supply and stale air extract. The units offer energy-
efficient ventilation for small appartments.

 Casing 
The casing is made of galvanized steel with 15 mm insu-
lation layer possessing high heat- and sound-insulating 
properties.

 Filter
Two built-in G4 filters provide efficient air filtration

 Fans
Efficient asynchronious motors with external rotor 
and impeller with forward curved blades.

 Heat exchanger
VUT 80 P mini units are equipped with a crossflow 
polystyrene heat exchanger.

VUE 80 P mini units are equipped with an enthalpy 
heat exchanger.

 Automation
Air flow (speed) is regulated with A3 (P3-1-300) speed 
switch. 

 Freeze protection
Units freeze protection is provided by the shutdown 
of the supply fan.

 Mounting
The unit is designed for suspended ceilling mount-
ing. The mounting position of the unit must provide 
service access for maintenance and repair.

Series  
VENTS VUT 80 P mini

Heat recovery air handling units in 
sound- and heat-insulated casings.  

Air flow up to 70 m3/h.  
Heat recovery efficiency up to 76 %

Model
Dimensions [mm]

L W H L1 W1 W2 W3 D

VENTS VUT 80 P mini 497 374 222 397 404 213 164 125

Series Size [m3/h] Mounting Service side Type

VUT: unit with heat recovery 
VUE: unit with energy recovery 80 P: suspended unit L: left 

R: right mini

Designation key

Overall dimensions

AIR HANDLING UNITS WITH HEAT RECOVERY
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Technical data
VENTS VUT 80 P mini

VUT/VUE 80 P L/R mini
A-weighted sound power level
(p.1 on the diagram)

Gen. Octave-frequency band [Hz] LpA,  
3 m 

[dBA]

LpA,  
1 m 

[dBA]dBA 63 125 250 500 1000 2000 4000 8000

LwA to environment dBA 40 25 33 32 27 26 21 19 23 19 29

VUT/VUE 80 P L/R mini 
A-weighted sound power level
(p.4 on the diagram)

Gen. Octave-frequency band [Hz] LpA,  
3 m 

[dBA]

LpA,  
1 m 

[dBA]dBA 63 125 250 500 1000 2500 4000 8000

LwA to environment dBA 36 21 29 28 22 19 18 18 23 15 25
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VUT/VUE 80 P L/R mini

VUT 80 P L/R mini

VUE 80 P L/R mini

Model VUT 80 P L/R mini VUE 80 P L/R mini 

Speed I II III I II III

Voltage [V / 50-60 Hz] 230

Max. unit power [W] 22 32 56 22 32 56

Max. unit current [A] 0.15 0.2 0.34 0.15 0.2 0.34

Max air flow [m3/h] 40 55 70 40 55 70

Sound pressure level at 3 m distance [dBA] 13 15 19 13 15 19

Max. operating temperature [°C] - 15...+40

Case material aluzinc

Insulation 15 mm PE foam film

Extract filter G4 / Coarse > 60%

Supply filters G4 / Coarse > 60%

Connected air duct diameter [mm] 125

Weight [kg] 10

Heat recovery efficiency [%] 72-76 57-62

Moisture recuperating efficiency, [%] – 30-37

Heat exchanger type cross-flow

Heat exchanger material polysterene enthalpy membrane

Accessories for air handling units

G4 cassette filter Silencers Backdraft dampers Air dampers Clamps

VUT 80 P mini
SF 205x198x8 G4 SR 125 KOM 125 KR 125 C 125

VUE 80 P mini


