
SELECTION TABLE FOR VVG

APPLICATION
Flexible joints VVGF-ERV are intended to prevent vibration from being trans-
mitted from electrically and manually driven fans ERV and ERV-M to an air duct 
shelter ventilation systems. The transported air temperature range is from -40 
°C up to +80 °C.

DESIGN
The flexible joints consist of two flanges connected with anti-vibration material.

Made of a sheet of galvanized metal and polyethylene tape reinforced with poly-
amide fabric. The joints are not designed for mechanical loads and must not be 
used as a supporting structure.

INSTALLATION
The flexible joints are installed into the ventilation system by fastening the end 
flanges to corresponding flanges in the ventilation system. Fastening is carried 
out via galvanized bolts and brackets.

OVERALL DIMENSIONS

Series

VVGF-ERV
Flexible joint

Model
Dimensions [mm]

Weight [kg]
L H L1 H1 L2 H2 n

VVGF-ERV-280 225 190 245 210 265 230 22 0.8

VVGF-ERV-315 260 228 280 248 300 268 25 0.91

VVGF-ERV-355 292 248 312 268 332 288 28 0.99

VVGF-ERV-400 334 281 354 301 374 321 32 1.10

VVGF-ERV-M-160 136 107 156 127 176 147 13 0.59

VVGF-ERV-M-180 151 126 171 146 191 166 15 0.64

VVGF-ERV-M-200 167 138 187 158 207 178 16 0.72

VVGF-ERV-M-225 191 171 211 191 231 211 19 0.77

VVGF-ERV-M-240 211 181.5 231 201.5 251 221.5 21 0.88
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