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Heat recovery ventilation unit

* Maximum airflow: 1500
* Sound pressure level LpA at 3 m: 41
* Heat exchanger type: Rotary

» Extract filter: F7
* Supply filter: F7
* Sound insulation
* Motor type: EC

* Casing material: Aluzinc steel

eamrof AIrVENTS RP 1500
Phases - 1
Minimum supply voltage " 200
Maximum supply voltage Vv 277
Power supply frequency Hz 50/60
Rated power w 2x460
Unit current A 3
Maximum airflow m’/h 1500
Sound pressure level LpA at 3 m dB(A) 41
Heat exchanger type - Rotary
Heat exchanger material - Aluminum
Weight kg 280
Extract filter - F7
Supply filter - F7
Transported air temperature (max) °C 122
Transported air temperature (min) °C -31
Ambient air temperature min °C -35
Ambient air temperature max °C 50
Ingress protection rating - IP34
Ingress protection rating of the drive - IP54




(Q — —
@ NENTS ventilation-system.com

Dimensions
L w H S H1 E2 S1 E1l
1400 1416 628 501 300 171 505 360
L El
Electric heater [option]
L= _r'lrl — T

A ." L

L J,-" B

y ™
[ L H
r — II':
= 4 ) \
y | Water heater [option]
e G4 [F7) | | G4 [F7]
—/
i
| | ke
1 C .I
E?

1 - 7 T




