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Intelligent axial fans for extract ventilation with

Arc S ma rtw h ite built-in Wi-Fi modules

* Sound pressure level LpA at 3 m: 28
* Lighting

* Motor type: DC

* Control: Smartphone

* Impeller type: Axial

* Short spigot

* Motion sensor

* Humidity sensor: Built-in

* VOC sensor

* Temperature sensor: Built-in

* Timer: Turn off timer, Turn on timer

meal::li:e(r’rflent Arc Smart white

Speed - 1 2 3 4 5 6

Minimum supply voltage \Y 100

Maximum supply voltage \" 240

Power supply frequency Hz 50/60

Rated power W 0.4 0.6 0.8 1.6 2.7 2.9
Unit current A 0.018 0.019 0.021 0.029 0.038 0.04
Maximum airflow m’/h 20 40 60 90 115 140
Sound pressure level LpA at 3 m dB(A) 9 13 18 22 27 28
Ingress protection rating - P44
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Accessories
Plastic
Name Photo Description
MV 100 § l Two-piece plastic grilles with angled louvers
N
MV 120 § Two-piece plastic grilles with angled louvers
N
Flat duct
Name Photo Description
1810 ) Wall mounting
2810 . ) Wall mounting
1805 . g Wall mounting
2805 ‘ g Wall mounting
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