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Series AirVENTS CFV Premium commercial vertical air handling units with
a counterflow heat exchanger

• Heat exchanger type: Plate counterflow
• Heat exchanger material: Profiled polystyrene
plates
• Sound-insulated casing
• Bypass: Auto
• BMS protocol: ModBus, Bacnet
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AVS01 CFV 800 50 mm
T2/TB2 315 1 168 168 1000 Optional Optional ModBus

Bacnet

AVS01 CFV 1200 50 mm
T2/TB2 315 1 532 532 1450 Optional Optional ModBus

Bacnet

AVS02 CFV 1500 50 mm
T2/TB2 600x300 1 700 700 1950 Optional Optional ModBus

Bacnet

AVS02 CFV 2500 50 mm
T2/TB2 600x300 3 1200 1200 2850 Optional Optional ModBus

Bacnet

AVS03 CFV 3500 50 mm
T2/TB2 600x300 3 1100 1100 4200 Optional Optional ModBus

Bacnet

AVS07 CFV 6000 50 mm
T2/TB2 1000x400 3 2x1100 2x1100 6200 Optional Optional ModBus

Bacnet

AV01 CFV 800 40 mm
T3/TB4 315 1 168 168 1000 Optional Optional ModBus

Bacnet
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AV01 CFV 1200 40 mm
T3/TB4 315 1 532 532 1450 Optional Optional ModBus

Bacnet

AV02 CFV 1500 40 mm
T3/TB4 600x300 1 700 700 1950 Optional Optional ModBus

Bacnet

AV02 CFV 2500 40 mm
T3/TB4 600x300 3 1200 1200 2850 Optional Optional ModBus

Bacnet

AV03 CFV 3500 40 mm
T3/TB4 600x300 3 1100 1100 4200 Optional Optional ModBus

Bacnet

AV07 CFV 6000 40 mm
T3/TB4 1000x400 3 2x1100 2x1100 6200 Optional Optional ModBus

Bacnet


