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Series DVUT/DVUE HB
EC V.2

School floor-mounted AHUs

• Heat exchanger type: Counter flow
• Heat exchanger material: Polystyrene, Enthalpy
• Sound-insulated casing
• Bypass: Auto
• BMS protocol: ModBus
• CO2 sensor: Optional
• PM2.5 sensor: Optional
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DVUT 300 HB EC A21 V.2 320 94 Counter
flow A21 Smartphone Floor Optional Optional Optional

DVUT 300 HBE EC A21 V.2 320 94 Counter
flow A21 Smartphone Floor Optional Optional Optional Electric

DVUT 300 HBE2 EC A21 V.2 320 94 Counter
flow A21 Smartphone Floor Optional Optional Optional Electric Electric

DVUE 300 HB EC A21 V.2 320 89 Counter
flow A21 Smartphone Floor Optional Optional Optional

DVUE 300 HBE EC A21 V.2 320 89 Counter
flow A21 Smartphone Floor Optional Optional Optional Electric

DVUE 300 HBE2 EC A21 V.2 320 89 Counter
flow A21 Smartphone Floor Optional Optional Optional Electric Electric

DVUT 500 HB EC A21 V.2 580 94 Counter
flow A21 Smartphone Floor Optional Optional Optional

DVUT 500 HBE EC A21 V.2 580 94 Counter
flow A21 Smartphone Floor Optional Optional Optional Electric
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DVUT 500 HBE2 EC A21 V.2 580 94 Counter
flow A21 Smartphone Floor Optional Optional Optional Electric Electric

DVUT 1200 HB EC L A21 V.2 1240 96 Counter
flow A21 Smartphone Floor Optional Optional Optional

DVUT 1200 HBE EC L A21 V.2 1240 96 Counter
flow A21 Smartphone Floor Optional Optional Optional Electric

DVUT 1200 HBE2 EC L A21 V.2 1240 96 Counter
flow A21 Smartphone Floor Optional Optional Optional Electric Electric

DVUT 1200 HB EC R A21 V.2 1240 96 Counter
flow A21 Smartphone Floor Optional Optional

DVUT 1200 HBE EC R A21 V.2 1240 96 Counter
flow A21 Smartphone Floor Optional Optional Electric

DVUT 1200 HBE2 EC R A21 V.2 1240 96 Counter
flow A21 Smartphone Floor Optional Optional Optional Electric Electric


