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Duct electric heater with temperature controller or
control unit

» Casing material: Galvanized steel

Lineup

Connected air duct size, mm

NK 100-0,6-1 U 100
NK 100-0,8-1 U 100
NK 100-1,2-1 U 100
NK 100-1,6-1 U 100
NK 100-1,8-1 U 100
NK 125-0,6-1 U 125
NK 125-0,8-1 U 125
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NK 125-1,2-1 U 125
NK 125-1,6-1 U 125
NK 125-2,4-1 U 125
NK 150-1,2-1 U 150
NK 150-1,7-1 U 150
NK 150-2,0-1 U 150
NK 150-2,4-1 U 150
NK 150-3,4-1 U 150
NK 150-3,6-3 U 150
NK 150-5,1-3 U 150
NK 150-6,0-3 U 150
NK 160-1,2-1 U 160
NK 160-1,7-1 U 160
NK 160-2,0-1 U 160
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NK 160-2,4-1 U 160
NK 160-3,4-1 U 160
NK 160-3,6-3 U 160
NK 160-5,1-3 U 160
NK 160-6,0-3 U 160
NK 200-1,2-1 U 200
NK 200-1,7-1 U 200
NK 200-2,0-1 U 200
NK 200-2,4-1 U 200
NK 200-3,4-1 U 200
NK 200-3,6-3 U 200
NK 200-5,1-3 U 200
NK 200-6,0-3 U 200
NK 250-1,2-1 U 250
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NK 250-2,0-1 U 250
NK 250-2,4-1 U 250
NK 250-3,0-1 U 250
NK 250-3,6-3 U 250
NK 250-6,0-3 U 250
NK 250-9,0-3 U 250
NK 315-1,2-1 U 315
NK 315-2,0-1 U 315
NK 315-2,4-1 U 315
NK 315-3,6-3 U 315
NK 315-6,0-3 U 315
NK 315-9,0-3U 315




