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Series TwinFresh Comfo
RA1-85 V.3

Single-room HRV unit with ceramic heat exchanger
and remote control with an air flow of 85 m³/h. This
model is supplied to international markets only. For
United States customers, please visit vents-us.com
product website

• Heat exchanger type: Regenerative
• Heat exchanger material: Ceramic
• Filter: G3 (G4 F7 optional)
• Sound-insulated casing

Lineup
Air flow in
ventilation
mode, m³/h

Air flow in
heat

recovery
mode, m³/h

Sound
pressure

level LpA at 3
m, dB(A)

Heat recovery
efficiency,

max, %
Humidity
sensor

TwinFresh Comfo RA1-85 V.3 85 43 34 90 Built-in

TwinFresh Comfo RA1-85-1 V.3 85 43 34 90 Built-in

TwinFresh Comfo RA1-85-13 V.3 85 43 34 90 Built-in

TwinFresh Comfo RA1-85-2 V.3 85 43 34 90 Built-in

TwinFresh Comfo RA1-85-23 V.3 85 43 34 90 Built-in

TwinFresh Comfo RA1-85-3 V.3 85 43 34 90 Built-in
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TwinFresh Comfo RA1-85-4 V.3 85 43 34 90 Built-in

TwinFresh Comfo RA1-85-5 V.3 85 43 34 90 Built-in

TwinFresh Comfo RA1-85-7 V.3 85 43 34 90 Built-in

TwinFresh Comfo RA1-85-8 V.3 85 43 34 90 Built-in


