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Centrifugal fan in plastic casing

* Control: Wired control panel
 Casing material: Plastic

* Humidity sensor: Built-in

* Timer: Built-in

* Motion sensor

ventilation-system.com

Lineup Connected air duct size, mm Maximum airflow, m’/h Soundipressirelievelllpiiat
3 m, dB(A)
VNV-1A 80 KV 80 63 36
VNV-1E 80 KV 80 100 38
VNV-1A 80 KV H 80 63 36
VNV-1A 80 KV | 80 63 36
VNV-1A 80 KV T 80 63 36
VNV-1A 80 KV TR 80 63 36
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VNV-1A 80 KVK 80 63 36
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VNV-1A 80 KVK H 80 63 36

VNV-1A 80 KVK | 80 63 36

VNV-1A 80 KVKT 80 63 36

VNV-1A 80 KVK TR 80 63 36

VNV-1E 80 KV H 80 100 38
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VNV-1E 80 KV | 80 100 38

VNV-1E 80 KV TR 80 100 38

VNV-1E 80 KVK 80 100 38

VNV-1E 80 KVK H 80 100 38

VNV-1E 80 KVK I 80 100 38

VNV-1E 80 KVKT 80 100 38

VNV-1E 80 KVK TR 80 100 38
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