
 

Kitemark™ Certificate
No. KM 762685

First Issued: 2023-06-07 Effective Date: 2023-06-07
Latest Issue: 2023-06-07 Expiry Date: 2026-06-06

Page: 1 of 30
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BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

Kitemark™ Certificate

This is to certify that: Ventilation Systems PrJSC
1, Mikh. Kotzubinskogo str.
Kiev
01030
Ukraine

Holds Certificate Number: KM 762685

In respect of:

BS EN 12101-3: 2015
Powered smoke and heat exhaust ventilators

This issues the right and licence to use the Kitemark in accordance with the Kitemark Terms and Conditions
governing the use of the Kitemark, as may be updated from time to time by BSI Assurance UK Ltd (the "Conditions").
All defined terms in this Certificate shall have the same meaning as in the Conditions.

The use of the Kitemark is authorized in respect of the Product(s) detailed on this Certificate provided at or from the
above address.
 

For and on behalf of BSI: Shahm Barhom, Group Product Certification Director

First Issued: 2023-06-07 Effective Date: 2023-06-07
Latest Issue: 2023-06-07 Expiry Date: 2026-06-06

Page: 1 of 30

This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+762685&ReIssueDate=07%2f06%2f2023&Template=uk
https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+762685&ReIssueDate=07%2f06%2f2023&Template=uk


 

Kitemark™ Certificate
No. KM 762685

First Issued: 2023-06-07 Effective Date: 2023-06-07
Latest Issue: 2023-06-07 Expiry Date: 2026-06-06

Page: 2 of 30
This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

EN 12101-3:2015 Product information:

VDO
300°С/2h
400V~ 60Hz
(Standard
Models)

Models

VDO-400-4D/0.37-
3/30/AL-U1-300/2-60Hz

VDO-450-4D/0.37-
3/35/AL-U1-300/2-60Hz

VDO-500-4D/0.37-
3/35/AL-U1-300/2-60Hz

VDO-560-4D/0.37-
3/35/AL-U1-300/2-60Hz

VDO-400-4D/0.37-
3/35/AL-U1-300/2-60Hz

VDO-450-4D/0.37-
3/40/AL-U1-300/2-60Hz

VDO-500-4D/0.37-
3/40/AL-U1-300/2-60Hz

VDO-560-4D/0.55-
3/40/AL-U1-300/2-60Hz

VDO-400-4D/0.37-
3/40/AL-U1-300/2-60Hz

VDO-450-4D/0.37-
4/40/AL-U1-300/2-60Hz

VDO-500-4D/0.55-
3/45/AL-U1-300/2-60Hz

VDO-560-4D/0.75-
3/45/AL-U1-300/2-60Hz

VDO-400-4D/0.37-
3/45/AL-U1-300/2-60Hz

VDO-450-4D/0.55-
4/45/AL-U1-300/2-60Hz

VDO-500-4D/0.75-
4/45/AL-U1-300/2-60Hz

VDO-560-4D/1.1-4/45/AL-
U1-300/2-60Hz

VDO-400-4D/0.37-
4/45/AL-U1-300/2-60Hz

VDO-450-2D/0.75-
3/25/AL-U1-300/2-60Hz

VDO-500-2D/1.1-
3/21.5/AL-U1-300/2-60Hz

VDO-560-2D/2.2-5/25/AL-
U1-300/2-60Hz

VDO-400-2D/0.55-
3/25/AL-U1-300/2-60Hz

VDO-450-2D/1.1-3/30/AL-
U1-300/2-60Hz

VDO-500-2D/1.5-3/25/AL-
U1-300/2-60Hz

VDO-560-2D/3-5/28.5/AL-
U1-300/2-60Hz

VDO-400-2D/0.75-
3/30/AL-U1-300/2-60Hz

VDO-450-2D/1.5-3/35/AL-
U1-300/2-60Hz

VDO-500-2D/2.2-3/30/AL-
U1-300/2-60Hz

VDO-560-2D/3.7-
5/32.5/AL-U1-300/2-60Hz

VDO-400-2D/1.1-3/35/AL-
U1-300/2-60Hz

VDO-450-2D/2.2-3/40/AL-
U1-300/2-60Hz

VDO-500-2D/3-5/31.5/AL-
U1-300/2-60Hz

VDO-560-2D/4.5-5/35/AL-
U1-300/2-60Hz

VDO-400-2D/1.5-3/40/AL-
U1-300/2-60Hz

VDO-450-2D/3-4/40/AL-
U1-300/2-60Hz

VDO-500-2D/3.7-5/35/AL-
U1-300/2-60Hz

VDO-560-2D/5.5-
5/38.5/AL-U1-300/2-60Hz

VDO-400-2D/2.2-3/45/AL-
U1-300/2-60Hz

VDO-450-2D/3.7-4/45/AL-
U1-300/2-60Hz

VDO-500-2D/4.5-5/40/AL-
U1-300/2-60Hz

VDO-560-2D/7.5-
5/43.5/AL-U1-300/2-60Hz

VDO-400-2D/2.2-4/45/AL-
U1-300/2-60Hz

VDO-450-2/4D/1.1/0.25-
3/25/AL-U1-300/2-60Hz

VDO-500-2/4D/1.1/0.25-
3/21.5/AL-U1-300/2-60Hz

VDO-560-2/4D/2.5/0.6-
5/25/AL-U1-300/2-60Hz

VDO-400-2/4D/1.1/0.25-
3/30/AL-U1-300/2-60Hz

VDO-450-2/4D/1.1/0.25-
3/30/AL-U1-300/2-60Hz

VDO-500-2/4D/1.5/0.37-
3/25/AL-U1-300/2-60Hz

VDO-560-2/4D/3.1/0.8-
5/28.5/AL-U1-300/2-60Hz

VDO-400-2/4D/1.1/0.25-
3/35/AL-U1-300/2-60Hz

VDO-450-2/4D/1.5/0.37-
3/35/AL-U1-300/2-60Hz

VDO-500-2/4D/2.5/0.65-
3/30/AL-U1-300/2-60Hz

VDO-560-2/4D/4.4/1.1-
5/32.5/AL-U1-300/2-60Hz

VDO-400-2/4D/1.5/0.37-
3/40/AL-U1-300/2-60Hz

VDO-450-2/4D/2.5/0.65-
3/40/AL-U1-300/2-60Hz

VDO-500-2/4D/3.1/0.8-
5/31.5/AL-U1-300/2-60Hz

VDO-560-2/4D/4.4/1.1-
5/35/AL-U1-300/2-60Hz

VDO-400-2/4D/2.5/0.65-
3/45/AL-U1-300/2-60Hz

VDO-450-2/4D/3.1/0.8-
4/40/AL-U1-300/2-60Hz

VDO-500-2/4D/4.4/1.1-
5/35/AL-U1-300/2-60Hz

VDO-560-2/4D/6/1.5-
5/38.5/AL-U1-300/2-60Hz

VDO-400-2/4D/2.5/0.65-
4/45/AL-U1-300/2-60Hz

VDO-450-2/4D/4.4/1.1-
4/45/AL-U1-300/2-60Hz

VDO-500-2/4D/4.4/1.1-
5/40/AL-U1-300/2-60Hz

VDO-560-2/4D/8/2-
5/43.5/AL-U1-300/2-60Hz

VDO-450-4D/0.37-
3/25/AL-U1-300/2-60Hz

VDO-500-4D/0.37-
3/25/AL-U1-300/2-60Hz

VDO-560-4D/0.37-
3/25/AL-U1-300/2-60Hz

VDO-450-4D/0.37-
3/30/AL-U1-300/2-60Hz

VDO-500-4D/0.37-
3/30/AL-U1-300/2-60Hz

VDO-560-4D/0.37-
3/30/AL-U1-300/2-60Hz

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+762685&ReIssueDate=07%2f06%2f2023&Template=uk
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EN 12101-3:2015 Product information:

VDO
300°С/2h
400V~ 60Hz
(Standard
Models)

Models

VDO-630-4D/0.37-
4/25/AL-U1-300/2-60Hz

VDO-630-2D/18.5-
7/46.5/AL-U1-300/2-60Hz

VDO-630-2/4D/4.4/1.1-
5/28.5/AL-U1-300/2-60Hz

VDO-710-4D/1.5-4/25/AL-
U1-300/2-60Hz

VDO-630-4D/0.55-
4/30/AL-U1-300/2-60Hz

VDO-630-2D/18.5-
7/48.5/AL-U1-300/2-60Hz

VDO-630-2/4D/4.4/1.1-
5/31.5/AL-U1-300/2-60Hz

VDO-710-4D/2.2-4/30/AL-
U1-300/2-60Hz

VDO-630-4D/0.75-
4/35/AL-U1-300/2-60Hz

VDO-630-4/8D/0.6/0.15-
4/25/AL-U1-300/2-60Hz

VDO-630-2/4D/6/1.5-
5/35/AL-U1-300/2-60Hz

VDO-710-4D/3-4/35/AL-
U1-300/2-60Hz

VDO-630-4D/1.1-4/40/AL-
U1-300/2-60Hz

VDO-630-4/8D/0.6/0.15-
4/30/AL-U1-300/2-60Hz

VDO-630-2/4D/8/2-
5/38.5/AL-U1-300/2-60Hz

VDO-710-4D/3.7-4/40/AL-
U1-300/2-60Hz

VDO-630-4D/1.1-
3/32.5/AL-U1-300/2-60Hz

VDO-630-4/8D/0.8/0.2-
4/35/AL-U1-300/2-60Hz

VDO-630-2/4D/12/3-
7/38.5/AL-U1-300/2-60Hz

VDO-710-4/8D/0.8/0.2-
4/16.5/AL-U1-300/2-60Hz

VDO-630-4D/1.5-
3/37.5/AL-U1-300/2-60Hz

VDO-630-4/8D/1.2/0.3-
4/40/AL-U1-300/2-60Hz

VDO-630-2/4D/16/4-
7/43.5/AL-U1-300/2-60Hz

VDO-710-4/8D/1.2/0.3-
4/20/AL-U1-300/2-60Hz

VDO-630-4D/2.2-3/45/AL-
U1-300/2-60Hz

VDO-630-4/8D/1.2/0.3-
3/32.5/AL-U1-300/2-60Hz

VDO-630-2/4D/16/4-
7/46.5/AL-U1-300/2-60Hz

VDO-710-4/8D/1.6/0.4-
4/25/AL-U1-300/2-60Hz

VDO-630-2D/2.2-5/25/AL-
U1-300/2-60Hz

VDO-630-4/8D/1.6/0.4-
3/37.5/AL-U1-300/2-60Hz

VDO-630-2/4D/20/5.5-
7/48.5/AL-U1-300/2-60Hz

VDO-710-4/8D/2.2/0.55-
4/30/AL-U1-300/2-60Hz

VDO-630-2D/3.7-
5/28.5/AL-U1-300/2-60Hz

VDO-630-4/8D/2.2/0.55-
3/45/AL-U1-300/2-60Hz

VDO-710-6D/0.25-
4/16.5/AL-U1-300/2-60Hz

VDO-710-4/8D/2.8/0.7-
4/35/AL-U1-300/2-60Hz

VDO-630-2D/4.5-
5/31.5/AL-U1-300/2-60Hz

VDO-630-4/6D/0.55/0.2-
4/25/AL-U1-300/2-60Hz

VDO-710-6D/0.37-
4/20/AL-U1-300/2-60Hz

VDO-710-4/8D/3.8/1-
4/40/AL-U1-300/2-60Hz

VDO-630-2D/5.5-5/35/AL-
U1-300/2-60Hz

VDO-630-4/6D/0.55/0.2-
4/30/AL-U1-300/2-60Hz

VDO-710-6D/0.55-
4/25/AL-U1-300/2-60Hz

VDO-710-4/6D/1.1/0.3-
4/16.5/AL-U1-300/2-60Hz

VDO-630-2D/7.5-
5/38.5/AL-U1-300/2-60Hz

VDO-630-4/6D/1.1/0.3-
4/40/AL-U1-300/2-60Hz

VDO-710-6D/0.55-
4/30/AL-U1-300/2-60Hz

VDO-710-4/6D/1.1/0.3-
4/20/AL-U1-300/2-60Hz

VDO-630-2D/9.2-7/36/AL-
U1-300/2-60Hz

VDO-630-4/6D/1.1/0.3-
3/32.5/AL-U1-300/2-60Hz

VDO-710-6D/0.75-
4/35/AL-U1-300/2-60Hz

VDO-710-4/6D/1.5/0.37-
4/25/AL-U1-300/2-60Hz

VDO-630-2D/11-
7/38.5/AL-U1-300/2-60Hz

VDO-630-4/6D/1.5/0.37-
3/37.5/AL-U1-300/2-60Hz

VDO-710-6D/1.1-4/40/AL-
U1-300/2-60Hz

VDO-710-4/6D/3/1-
4/30/AL-U1-300/2-60Hz

VDO-630-2D/15-7/41/AL-
U1-300/2-60Hz

VDO-630-4/6D/3/1-
4/45/AL-U1-300/2-60Hz

VDO-710-4D/0.75-
4/16.5/AL-U1-300/2-60Hz

VDO-710-4/6D/3/1-
4/35/AL-U1-300/2-60Hz

VDO-630-2D/15-
7/43.5/AL-U1-300/2-60Hz

VDO-630-2/4D/2.5/0.65-
5/25/AL-U1-300/2-60Hz

VDO-710-4D/1.1-4/20/AL-
U1-300/2-60Hz

VDO-710-4/6D/4.5/1.5-
4/40/AL-U1-300/2-60Hz

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+762685&ReIssueDate=07%2f06%2f2023&Template=uk
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EN 12101-3:2015 Product information:

VDO
300°С/2h
400V~ 60Hz
(Standard
Models)

Models

VDO-800-6D/0.37-
4/16.5/AL-U1-300/2-60Hz

VDO-800-4/8D/2.2/0.55-
4/23.5/AL-U1-300/2-60Hz

VDO-900-6D/2.2-4/28/ST-
U1-300/2-60Hz

VDO-900-4/6D/6/2.2-
4/21/ST-U1-300/2-60Hz

VDO-800-6D/0.55-
4/20/AL-U1-300/2-60Hz

VDO-800-4/8D/2.8/0.7-
4/26.5/AL-U1-300/2-60Hz

VDO-900-6D/3-4/35/ST-
U1-300/2-60Hz

VDO-900-4/6D/10/3.3-
4/33/ST-U1-300/2-60Hz

VDO-800-6D/0.75-
4/25/AL-U1-300/2-60Hz

VDO-800-4/8D/2.8/0.7-
4/29/AL-U1-300/2-60Hz

VDO-900-4D/3-4/12/ST-
U1-300/2-60Hz

VDO-1000-6D/2.2-
8/12/ST-U1-300/2-60Hz

VDO-800-6D/1.1-4/30/AL-
U1-300/2-60Hz

VDO-800-4/8D/3.8/1-
4/31.5/AL-U1-300/2-60Hz

VDO-900-4D/3.7-4/15/ST-
U1-300/2-60Hz

VDO-1000-6D/3-8/15/ST-
U1-300/2-60Hz

VDO-800-6D/1.1-4/35/AL-
U1-300/2-60Hz

VDO-800-4/8D/5/1.3-
4/34/AL-U1-300/2-60Hz

VDO-900-4D/4.5-4/18/ST-
U1-300/2-60Hz

VDO-1000-6D/3.7-
8/18/ST-U1-300/2-60Hz

VDO-800-6D/1.5-4/40/AL-
U1-300/2-60Hz

VDO-800-4/8D/5/1.3-
4/38.5/AL-U1-300/2-60Hz

VDO-900-4D/5.5-4/20/ST-
U1-300/2-60Hz

VDO-1000-6D/4.5-
8/22/ST-U1-300/2-60Hz

VDO-800-4D/1.1-
4/16.5/AL-U1-300/2-60Hz

VDO-800-4/6D/1.1/0.3-
4/16.5/AL-U1-300/2-60Hz

VDO-900-4D/7.5-4/25/ST-
U1-300/2-60Hz

VDO-1000-6D/5.5-
8/26/ST-U1-300/2-60Hz

VDO-800-4D/1.5-4/20/AL-
U1-300/2-60Hz

VDO-800-4/6D/1.5/0.37-
4/20/AL-U1-300/2-60Hz

VDO-900-4D/9.2-4/30/ST-
U1-300/2-60Hz

VDO-1000-4D/7.5-
8/11/ST-U1-300/2-60Hz

VDO-800-4D/2.2-
4/23.5/AL-U1-300/2-60Hz

VDO-800-4/6D/3/1-
4/26.5/AL-U1-300/2-60Hz

VDO-900-4D/11-4/35/ST-
U1-300/2-60Hz

VDO-1000-4D/9.2-
8/14/ST-U1-300/2-60Hz

VDO-800-4D/3-4/26.5/AL-
U1-300/2-60Hz

VDO-800-4/6D/3/1-
4/29/AL-U1-300/2-60Hz

VDO-900-4/8D/2.8/0.7-
4/11/ST-U1-300/2-60Hz

VDO-1000-4D/11-
8/16/ST-U1-300/2-60Hz

VDO-800-4D/3-4/29/AL-
U1-300/2-60Hz

VDO-800-4/6D/4.5/1.5-
4/31.5/AL-U1-300/2-60Hz

VDO-900-4/8D/3.8/1-
4/15/ST-U1-300/2-60Hz

VDO-1000-4D/15-
8/20/ST-U1-300/2-60Hz

VDO-800-4D/3.7-
4/31.5/AL-U1-300/2-60Hz

VDO-800-4/6D/6/2.2-
4/34/AL-U1-300/2-60Hz

VDO-900-4/8D/5/1.3-
4/19/ST-U1-300/2-60Hz

VDO-1000-4D/18.5-
8/25/ST-U1-300/2-60Hz

VDO-800-4D/4.5-4/34/AL-
U1-300/2-60Hz

VDO-800-4/6D/6/2.2-
4/38.5/AL-U1-300/2-60Hz

VDO-900-4/8D/7.2/1.8-
4/24/ST-U1-300/2-60Hz

VDO-1000-4/8D/7.2/1.8-
8/10/ST-U1-300/2-60Hz

VDO-800-4D/5.5-
4/38.5/AL-U1-300/2-60Hz

VDO-900-6D/0.75-
4/10/ST-U1-300/2-60Hz

VDO-900-4/8D/11/3-
4/35/ST-U1-300/2-60Hz

VDO-1000-4/8D/11/3-
8/16/ST-U1-300/2-60Hz

VDO-800-4/8D/1.2/0.3-
4/16.5/AL-U1-300/2-60Hz

VDO-900-6D/1.1-4/15/ST-
U1-300/2-60Hz

VDO-900-4/6D/3/1-
4/12/ST-U1-300/2-60Hz

VDO-1000-4/8D/14/3.5-
8/19/ST-U1-300/2-60Hz

VDO-800-4/8D/1.6/0.4-
4/20/AL-U1-300/2-60Hz

VDO-900-6D/1.5-4/20/ST-
U1-300/2-60Hz

VDO-900-4/6D/4.5/1.5-
4/18/ST-U1-300/2-60Hz

VDO-1000-4/8D/17/4.3-
8/23/ST-U1-300/2-60Hz

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+762685&ReIssueDate=07%2f06%2f2023&Template=uk
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VDO
300°С/2h
400V~ 60Hz
(Standard
Models)

Models

VDO-1000-4/6D/10/3.3-
8/15/ST-U1-300/2-60Hz

VDO-1120-4/8D/20/5-
8/17/ST-U1-300/2-60Hz

VDO-1400-8D/4.5-
4/15/ST-U1-300/2-60Hz

VDO-1600-8D/15-
4/26/ST-U1-300/2-60Hz

VDO-1000-4/6D/14/4.5-
8/19/ST-U1-300/2-60Hz

VDO-1120-4/6D/14/4.5-
8/12/ST-U1-300/2-60Hz

VDO-1400-8D/5.5-
4/18/ST-U1-300/2-60Hz

VDO-1600-6D/18.5-
4/14/ST-U1-300/2-60Hz

VDO-1000-4/6D/16/6.5-
8/21/ST-U1-300/2-60Hz

VDO-1120-4/6D/16/6.5-
8/13/ST-U1-300/2-60Hz

VDO-1400-8D/7.5-
4/23/ST-U1-300/2-60Hz

VDO-1600-6D/22-
4/16/ST-U1-300/2-60Hz

VDO-1120-6D/3.7-
8/11/ST-U1-300/2-60Hz

VDO-1120-4/6D/20/8.5-
8/17/ST-U1-300/2-60Hz

VDO-1400-8D/9.2-
4/28/ST-U1-300/2-60Hz

VDO-1600-6D/30-
4/22/ST-U1-300/2-60Hz

VDO-1120-6D/4.5-
8/13/ST-U1-300/2-60Hz

VDO-1250-6D/5.5-
4/11/ST-U1-300/2-60Hz

VDO-1400-8D/11-
4/31/ST-U1-300/2-60Hz

VDO-1600-6D/37-
4/25/ST-U1-300/2-60Hz

VDO-1120-6D/5.5-
8/17/ST-U1-300/2-60Hz

VDO-1250-6D/7.5-
4/16/ST-U1-300/2-60Hz

VDO-1400-6D/11-
4/15/ST-U1-300/2-60Hz

VDO-1600-6D/45-
4/29/ST-U1-300/2-60Hz

VDO-1120-6D/7.5-
8/21/ST-U1-300/2-60Hz

VDO-1250-6D/9.2-
4/19/ST-U1-300/2-60Hz

VDO-1400-6D/15-
4/20/ST-U1-300/2-60Hz

VDO-1600-6D/55-
8/23/ST-U1-300/2-60Hz

VDO-1120-6D/9.2-
8/25/ST-U1-300/2-60Hz

VDO-1250-6D/11-
4/22/ST-U1-300/2-60Hz

VDO-1400-6D/18.5-
4/24/ST-U1-300/2-60Hz

VDO-1120-4D/11-
8/10/ST-U1-300/2-60Hz

VDO-1250-6D/15-
4/29/ST-U1-300/2-60Hz

VDO-1400-6D/22-
4/27/ST-U1-300/2-60Hz

VDO-1120-4D/15-
8/13/ST-U1-300/2-60Hz

VDO-1250-4D/18.5-
4/10/ST-U1-300/2-60Hz

VDO-1400-6D/30-
8/23/ST-U1-300/2-60Hz

VDO-1120-4D/18.5-
8/16/ST-U1-300/2-60Hz

VDO-1250-4D/22-
4/13/ST-U1-300/2-60Hz

VDO-1400-6D/37-
8/26/ST-U1-300/2-60Hz

VDO-1120-4D/22-
8/19/ST-U1-300/2-60Hz

VDO-1250-4D/30-
4/18/ST-U1-300/2-60Hz

VDO-1400-6D/45-
8/30/ST-U1-300/2-60Hz

VDO-1000-4/6D/10/3.3-
8/15/ST-U1-300/2-60Hz

VDO-1250-4/8D/20/5-
4/11/ST-U1-300/2-60Hz

VDO-1400-6D/55-
8/35/ST-U1-300/2-60Hz

VDO-1120-4/8D/11/3-
8/10/ST-U1-300/2-60Hz

VDO-1250-4/8D/28/6.5-
4/15/ST-U1-300/2-60Hz

VDO-1600-8D/7.5-
4/13/ST-U1-300/2-60Hz

VDO-1120-4/8D/14/3.5-
8/12/ST-U1-300/2-60Hz

VDO-1250-4/6D/20/8.5-
4/11/ST-U1-300/2-60Hz

VDO-1600-8D/9.2-
4/17/ST-U1-300/2-60Hz

VDO-1120-4/8D/17/4.3-
8/14/ST-U1-300/2-60Hz

VDO-1250-4/6D/26/9-
4/14/ST-U1-300/2-60Hz

VDO-1600-8D/11-
4/20/ST-U1-300/2-60Hz
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BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
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EN 12101-3:2015 Product information:

Response
Delay N/A

Resistance to
Fire class

F300 (Tested to 300˚C, 120mins)

Motor Rating H

Ancillaries Ancillaries include silencers and outlet vanes
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VDO
300°С/2h
400V~ 60Hz
(Short
Models)

Models

VDO-400K-4D/0.37-
3/30/AL-U1-300/2-60Hz

VDO-450K-4D/0.37-
3/25/AL-U1-300/2-60Hz

VDO-450K-2/4D/3.1/0.8-
4/40/AL-U1-300/2-60Hz

VDO-500K-2/4D/2.5/0.65-
3/30/AL-U1-300/2-60Hz

VDO-400K-4D/0.37-
3/35/AL-U1-300/2-60Hz

VDO-450K-4D/0.37-
3/30/AL-U1-300/2-60Hz

VDO-450K-2/4D/4.4/1.1-
4/45/AL-U1-300/2-60Hz

VDO-500K-2/4D/3.1/0.8-
5/31.5/AL-U1-300/2-60Hz

VDO-400K-4D/0.37-
3/40/AL-U1-300/2-60Hz

VDO-450K-4D/0.37-
3/35/AL-U1-300/2-60Hz

VDO-500K-4D/0.37-
3/25/AL-U1-300/2-60Hz

VDO-500K-2/4D/4.4/1.1-
5/35/AL-U1-300/2-60Hz

VDO-400K-4D/0.37-
3/45/AL-U1-300/2-60Hz

VDO-450K-4D/0.37-
3/40/AL-U1-300/2-60Hz

VDO-500K-4D/0.37-
3/30/AL-U1-300/2-60Hz

VDO-500K-2/4D/4.4/1.1-
5/40/AL-U1-300/2-60Hz

VDO-400K-4D/0.37-
4/45/AL-U1-300/2-60Hz

VDO-450K-4D/0.37-
4/40/AL-U1-300/2-60Hz

VDO-500K-4D/0.37-
3/35/AL-U1-300/2-60Hz

VDO-560K-4D/0.37-
3/25/AL-U1-300/2-60Hz

VDO-400K-2D/0.55-
3/25/AL-U1-300/2-60Hz

VDO-450K-4D/0.55-
4/45/AL-U1-300/2-60Hz

VDO-500K-4D/0.37-
3/40/AL-U1-300/2-60Hz

VDO-560K-4D/0.37-
3/30/AL-U1-300/2-60Hz

VDO-400K-2D/0.75-
3/30/AL-U1-300/2-60Hz

VDO-450K-2D/0.75-
3/25/AL-U1-300/2-60Hz

VDO-500K-4D/0.55-
3/45/AL-U1-300/2-60Hz

VDO-560K-4D/0.37-
3/35/AL-U1-300/2-60Hz

VDO-400K-2D/1.1-
3/35/AL-U1-300/2-60Hz

VDO-450K-2D/1.1-
3/30/AL-U1-300/2-60Hz

VDO-500K-4D/0.75-
4/45/AL-U1-300/2-60Hz

VDO-560K-4D/0.55-
3/40/AL-U1-300/2-60Hz

VDO-400K-2D/1.5-
3/40/AL-U1-300/2-60Hz

VDO-450K-2D/1.5-
3/35/AL-U1-300/2-60Hz

VDO-500K-2D/1.1-
3/21.5/AL-U1-300/2-60Hz

VDO-560K-4D/0.75-
3/45/AL-U1-300/2-60Hz

VDO-400K-2D/2.2-
3/45/AL-U1-300/2-60Hz

VDO-450K-2D/2.2-
3/40/AL-U1-300/2-60Hz

VDO-500K-2D/1.5-
3/25/AL-U1-300/2-60Hz

VDO-560K-4D/1.1-
4/45/AL-U1-300/2-60Hz

VDO-400K-2D/2.2-
4/45/AL-U1-300/2-60Hz

VDO-450K-2D/3-4/40/AL-
U1-300/2-60Hz

VDO-500K-2D/2.2-
3/30/AL-U1-300/2-60Hz

VDO-560K-2D/2.2-
5/25/AL-U1-300/2-60Hz

VDO-400K-2/4D/1.1/0.25-
3/30/AL-U1-300/2-60Hz

VDO-450K-2D/3.7-
4/45/AL-U1-300/2-60Hz

VDO-500K-2D/3-
5/31.5/AL-U1-300/2-60Hz

VDO-560K-2D/3-
5/28.5/AL-U1-300/2-60Hz

VDO-400K-2/4D/1.1/0.25-
3/35/AL-U1-300/2-60Hz

VDO-450K-2/4D/1.1/0.25-
3/25/AL-U1-300/2-60Hz

VDO-500K-2D/3.7-
5/35/AL-U1-300/2-60Hz

VDO-560K-2D/3.7-
5/32.5/AL-U1-300/2-60Hz

VDO-400K-2/4D/1.5/0.37-
3/40/AL-U1-300/2-60Hz

VDO-450K-2/4D/1.1/0.25-
3/30/AL-U1-300/2-60Hz

VDO-500K-2D/4.5-
5/40/AL-U1-300/2-60Hz

VDO-560K-2D/4.5-
5/35/AL-U1-300/2-60Hz

VDO-400K-2/4D/2.5/0.65-
3/45/AL-U1-300/2-60Hz

VDO-450K-2/4D/1.5/0.37-
3/35/AL-U1-300/2-60Hz

VDO-500K-2/4D/1.1/0.25-
3/21.5/AL-U1-300/2-60Hz

VDO-560K-2D/5.5-
5/38.5/AL-U1-300/2-60Hz

VDO-400K-2/4D/2.5/0.65-
4/45/AL-U1-300/2-60Hz

VDO-450K-2/4D/2.5/0.65-
3/40/AL-U1-300/2-60Hz

VDO-500K-2/4D/1.5/0.37-
3/25/AL-U1-300/2-60Hz

VDO-560K-2D/7.5-
5/43.5/AL-U1-300/2-60Hz

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+762685&ReIssueDate=07%2f06%2f2023&Template=uk
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VDO
300°С/2h
400V~ 60Hz
(Short
Models)

Models

VDO-560K-2/4D/2.5/0.6-
5/25/AL-U1-300/2-60Hz

VDO-630K-2D/5.5-
5/35/AL-U1-300/2-60Hz

VDO-630K-4/6D/0.55/0.2-
4/30/AL-U1-300/2-60Hz

VDO-710K-6D/0.55-
4/25/AL-U1-300/2-60Hz

VDO-560K-2/4D/3.1/0.8-
5/28.5/AL-U1-300/2-60Hz

VDO-630K-2D/7.5-
5/38.5/AL-U1-300/2-60Hz

VDO-630K-4/6D/1.1/0.3-
4/40/AL-U1-300/2-60Hz

VDO-710K-6D/0.55-
4/30/AL-U1-300/2-60Hz

VDO-560K-2/4D/4.4/1.1-
5/32.5/AL-U1-300/2-60Hz

VDO-630K-2D/9.2-
7/36/AL-U1-300/2-60Hz

VDO-630K-4/6D/1.1/0.3-
3/32.5/AL-U1-300/2-60Hz

VDO-710K-6D/0.75-
4/35/AL-U1-300/2-60Hz

VDO-560K-2/4D/4.4/1.1-
5/35/AL-U1-300/2-60Hz

VDO-630K-2D/11-
7/38.5/AL-U1-300/2-60Hz

VDO-630K-4/6D/1.5/0.37-
3/37.5/AL-U1-300/2-60Hz

VDO-710K-6D/1.1-
4/40/AL-U1-300/2-60Hz

VDO-560K-2/4D/6/1.5-
5/38.5/AL-U1-300/2-60Hz

VDO-630K-2D/15-
7/41/AL-U1-300/2-60Hz

VDO-630K-4/6D/3/1-
4/45/AL-U1-300/2-60Hz

VDO-710K-4D/0.75-
4/16.5/AL-U1-300/2-60Hz

VDO-560K-2/4D/8/2-
5/43.5/AL-U1-300/2-60Hz

VDO-630K-2D/15-
7/43.5/AL-U1-300/2-60Hz

VDO-630K-2/4D/2.5/0.65-
5/25/AL-U1-300/2-60Hz

VDO-710K-4D/1.1-
4/20/AL-U1-300/2-60Hz

VDO-630K-4D/0.37-
4/25/AL-U1-300/2-60Hz

VDO-630K-2D/18.5-
7/46.5/AL-U1-300/2-60Hz

VDO-630K-2/4D/4.4/1.1-
5/28.5/AL-U1-300/2-60Hz

VDO-710K-4D/1.5-
4/25/AL-U1-300/2-60Hz

VDO-630K-4D/0.55-
4/30/AL-U1-300/2-60Hz

VDO-630K-2D/18.5-
7/48.5/AL-U1-300/2-60Hz

VDO-630K-2/4D/4.4/1.1-
5/31.5/AL-U1-300/2-60Hz

VDO-710K-4D/2.2-
4/30/AL-U1-300/2-60Hz

VDO-630K-4D/0.75-
4/35/AL-U1-300/2-60Hz

VDO-630K-4/8D/0.6/0.15-
4/25/AL-U1-300/2-60Hz

VDO-630K-2/4D/6/1.5-
5/35/AL-U1-300/2-60Hz

VDO-710K-4D/3-4/35/AL-
U1-300/2-60Hz

VDO-630K-4D/1.1-
4/40/AL-U1-300/2-60Hz

VDO-630K-4/8D/0.6/0.15-
4/30/AL-U1-300/2-60Hz

VDO-630K-2/4D/8/2-
5/38.5/AL-U1-300/2-60Hz

VDO-710K-4D/3.7-
4/40/AL-U1-300/2-60Hz

VDO-630K-4D/1.1-
3/32.5/AL-U1-300/2-60Hz

VDO-630K-4/8D/0.8/0.2-
4/35/AL-U1-300/2-60Hz

VDO-630K-2/4D/12/3-
7/38.5/AL-U1-300/2-60Hz

VDO-710K-4/8D/0.8/0.2-
4/16.5/AL-U1-300/2-60Hz

VDO-630K-4D/1.5-
3/37.5/AL-U1-300/2-60Hz

VDO-630K-4/8D/1.2/0.3-
4/40/AL-U1-300/2-60Hz

VDO-630K-2/4D/16/4-
7/43.5/AL-U1-300/2-60Hz

VDO-710K-4/8D/1.2/0.3-
4/20/AL-U1-300/2-60Hz

VDO-630K-4D/2.2-
3/45/AL-U1-300/2-60Hz

VDO-630K-4/8D/1.2/0.3-
3/32.5/AL-U1-300/2-60Hz

VDO-630K-2/4D/16/4-
7/46.5/AL-U1-300/2-60Hz

VDO-710K-4/8D/1.6/0.4-
4/25/AL-U1-300/2-60Hz

VDO-630K-2D/2.2-
5/25/AL-U1-300/2-60Hz

VDO-630K-4/8D/1.6/0.4-
3/37.5/AL-U1-300/2-60Hz

VDO-630K-2/4D/20/5.5-
7/48.5/AL-U1-300/2-60Hz

VDO-710K-4/8D/2.2/0.55-
4/30/AL-U1-300/2-60Hz

VDO-630K-2D/3.7-
5/28.5/AL-U1-300/2-60Hz

VDO-630K-4/8D/2.2/0.55-
3/45/AL-U1-300/2-60Hz

VDO-710K-6D/0.25-
4/16.5/AL-U1-300/2-60Hz

VDO-710K-4/8D/2.8/0.7-
4/35/AL-U1-300/2-60Hz

VDO-630K-2D/4.5-
5/31.5/AL-U1-300/2-60Hz

VDO-630K-4/6D/0.55/0.2-
4/25/AL-U1-300/2-60Hz

VDO-710K-6D/0.37-
4/20/AL-U1-300/2-60Hz

VDO-710K-4/8D/3.8/1-
4/40/AL-U1-300/2-60Hz

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+762685&ReIssueDate=07%2f06%2f2023&Template=uk


 

Kitemark™ Certificate
No. KM 762685

First Issued: 2023-06-07 Effective Date: 2023-06-07
Latest Issue: 2023-06-07 Expiry Date: 2026-06-06

Page: 9 of 30
This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.
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VDO
300°С/2h
400V~ 60Hz
(Short
Models)

Models

VDO-710K-4/6D/1.1/0.3-
4/16.5/AL-U1-300/2-60Hz

VDO-800K-4D/3-4/29/AL-
U1-300/2-60Hz

VDO-800K-4/6D/4.5/1.5-
4/31.5/AL-U1-300/2-60Hz

VDO-900K-4/8D/3.8/1-
4/15/ST-U1-300/2-60Hz

VDO-710K-4/6D/1.1/0.3-
4/20/AL-U1-300/2-60Hz

VDO-800K-4D/3.7-
4/31.5/AL-U1-300/2-60Hz

VDO-800K-4/6D/6/2.2-
4/34/AL-U1-300/2-60Hz

VDO-900K-4/8D/5/1.3-
4/19/ST-U1-300/2-60Hz

VDO-710K-4/6D/1.5/0.37-
4/25/AL-U1-300/2-60Hz

VDO-800K-4D/4.5-
4/34/AL-U1-300/2-60Hz

VDO-800K-4/6D/6/2.2-
4/38.5/AL-U1-300/2-60Hz

VDO-900K-4/8D/7.2/1.8-
4/24/ST-U1-300/2-60Hz

VDO-710K-4/6D/3/1-
4/30/AL-U1-300/2-60Hz

VDO-800K-4D/5.5-
4/38.5/AL-U1-300/2-60Hz

VDO-900K-6D/0.75-
4/10/ST-U1-300/2-60Hz

VDO-900K-4/8D/11/3-
4/35/ST-U1-300/2-60Hz

VDO-710K-4/6D/3/1-
4/35/AL-U1-300/2-60Hz

VDO-800K-4/8D/1.2/0.3-
4/16.5/AL-U1-300/2-60Hz

VDO-900K-6D/1.1-
4/15/ST-U1-300/2-60Hz

VDO-900K-4/6D/3/1-
4/12/ST-U1-300/2-60Hz

VDO-710K-4/6D/4.5/1.5-
4/40/AL-U1-300/2-60Hz

VDO-800K-4/8D/1.6/0.4-
4/20/AL-U1-300/2-60Hz

VDO-900K-6D/1.5-
4/20/ST-U1-300/2-60Hz

VDO-900K-4/6D/4.5/1.5-
4/18/ST-U1-300/2-60Hz

VDO-800K-6D/0.37-
4/16.5/AL-U1-300/2-60Hz

VDO-800K-4/8D/2.2/0.55-
4/23.5/AL-U1-300/2-60Hz

VDO-900K-6D/2.2-
4/28/ST-U1-300/2-60Hz

VDO-900K-4/6D/6/2.2-
4/21/ST-U1-300/2-60Hz

VDO-800K-6D/0.55-
4/20/AL-U1-300/2-60Hz

VDO-800K-4/8D/2.8/0.7-
4/26.5/AL-U1-300/2-60Hz

VDO-900K-6D/3-4/35/ST-
U1-300/2-60Hz

VDO-900K-4/6D/10/3.3-
4/33/ST-U1-300/2-60Hz

VDO-800K-6D/0.75-
4/25/AL-U1-300/2-60Hz

VDO-800K-4/8D/2.8/0.7-
4/29/AL-U1-300/2-60Hz

VDO-900K-4D/3-4/12/ST-
U1-300/2-60Hz

VDO-1000K-6D/2.2-
8/12/ST-U1-300/2-60Hz

VDO-800K-6D/1.1-
4/30/AL-U1-300/2-60Hz

VDO-800K-4/8D/3.8/1-
4/31.5/AL-U1-300/2-60Hz

VDO-900K-4D/3.7-
4/15/ST-U1-300/2-60Hz

VDO-1000K-6D/3-
8/15/ST-U1-300/2-60Hz

VDO-800K-6D/1.1-
4/35/AL-U1-300/2-60Hz

VDO-800K-4/8D/5/1.3-
4/34/AL-U1-300/2-60Hz

VDO-900K-4D/4.5-
4/18/ST-U1-300/2-60Hz

VDO-1000K-6D/3.7-
8/18/ST-U1-300/2-60Hz

VDO-800K-6D/1.5-
4/40/AL-U1-300/2-60Hz

VDO-800K-4/8D/5/1.3-
4/38.5/AL-U1-300/2-60Hz

VDO-900K-4D/5.5-
4/20/ST-U1-300/2-60Hz

VDO-1000K-6D/4.5-
8/22/ST-U1-300/2-60Hz

VDO-800K-4D/1.1-
4/16.5/AL-U1-300/2-60Hz

VDO-800K-4/6D/1.1/0.3-
4/16.5/AL-U1-300/2-60Hz

VDO-900K-4D/7.5-
4/25/ST-U1-300/2-60Hz

VDO-1000K-6D/5.5-
8/26/ST-U1-300/2-60Hz

VDO-800K-4D/1.5-
4/20/AL-U1-300/2-60Hz

VDO-800K-4/6D/1.5/0.37-
4/20/AL-U1-300/2-60Hz

VDO-900K-4D/9.2-
4/30/ST-U1-300/2-60Hz

VDO-1000K-4D/7.5-
8/11/ST-U1-300/2-60Hz

VDO-800K-4D/2.2-
4/23.5/AL-U1-300/2-60Hz

VDO-800K-4/6D/3/1-
4/26.5/AL-U1-300/2-60Hz

VDO-900K-4D/11-
4/35/ST-U1-300/2-60Hz

VDO-1000K-4D/9.2-
8/14/ST-U1-300/2-60Hz

VDO-800K-4D/3-
4/26.5/AL-U1-300/2-60Hz

VDO-800K-4/6D/3/1-
4/29/AL-U1-300/2-60Hz

VDO-900K-4/8D/2.8/0.7-
4/11/ST-U1-300/2-60Hz

VDO-1000K-4D/11-
8/16/ST-U1-300/2-60Hz
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EN 12101-3:2015 Product information:

VDO
300°С/2h
400V~ 60Hz
(Short
Models)

Models

VDO-1000K-4D/15-
8/20/ST-U1-300/2-60Hz

VDO-1120K-4D/15-
8/13/ST-U1-300/2-60Hz

VDO-1250K-4D/22-
4/13/ST-U1-300/2-60Hz

VDO-1400K-6D/37-
8/26/ST-U1-300/2-60Hz

VDO-1000K-4D/18.5-
8/25/ST-U1-300/2-60Hz

VDO-1120K-4D/18.5-
8/16/ST-U1-300/2-60Hz

VDO-1250K-4D/30-
4/18/ST-U1-300/2-60Hz

VDO-1400K-6D/45-
8/30/ST-U1-300/2-60Hz

VDO-1000K-4/8D/7.2/1.8-
8/10/ST-U1-300/2-60Hz

VDO-1120K-4D/22-
8/19/ST-U1-300/2-60Hz

VDO-1250K-4/8D/20/5-
4/11/ST-U1-300/2-60Hz

VDO-1400K-6D/55-
8/35/ST-U1-300/2-60Hz

VDO-1000K-4/8D/11/3-
8/16/ST-U1-300/2-60Hz

VDO-1120K-4/8D/11/3-
8/10/ST-U1-300/2-60Hz

VDO-1250K-4/8D/28/6.5-
4/15/ST-U1-300/2-60Hz

VDO-1600K-8D/7.5-
4/13/ST-U1-300/2-60Hz

VDO-1000K-4/8D/14/3.5-
8/19/ST-U1-300/2-60Hz

VDO-1120K-4/8D/14/3.5-
8/12/ST-U1-300/2-60Hz

VDO-1250K-4/6D/20/8.5-
4/11/ST-U1-300/2-60Hz

VDO-1600K-8D/9.2-
4/17/ST-U1-300/2-60Hz

VDO-1000K-4/8D/17/4.3-
8/23/ST-U1-300/2-60Hz

VDO-1120K-4/8D/17/4.3-
8/14/ST-U1-300/2-60Hz

VDO-1250K-4/6D/26/9-
4/14/ST-U1-300/2-60Hz

VDO-1600K-8D/11-
4/20/ST-U1-300/2-60Hz

VDO-1000K-4/6D/10/3.3-
8/15/ST-U1-300/2-60Hz

VDO-1120K-4/8D/20/5-
8/17/ST-U1-300/2-60Hz

VDO-1400K-8D/4.5-
4/15/ST-U1-300/2-60Hz

VDO-1600K-8D/15-
4/26/ST-U1-300/2-60Hz

VDO-1000K-4/6D/14/4.5-
8/19/ST-U1-300/2-60Hz

VDO-1120K-4/6D/14/4.5-
8/12/ST-U1-300/2-60Hz

VDO-1400K-8D/5.5-
4/18/ST-U1-300/2-60Hz

VDO-1600K-6D/18.5-
4/14/ST-U1-300/2-60Hz

VDO-1000K-4/6D/16/6.5-
8/21/ST-U1-300/2-60Hz

VDO-1120K-4/6D/16/6.5-
8/13/ST-U1-300/2-60Hz

VDO-1400K-8D/7.5-
4/23/ST-U1-300/2-60Hz

VDO-1600K-6D/22-
4/16/ST-U1-300/2-60Hz

VDO-1120K-6D/3.7-
8/11/ST-U1-300/2-60Hz

VDO-1120K-4/6D/20/8.5-
8/17/ST-U1-300/2-60Hz

VDO-1400K-8D/9.2-
4/28/ST-U1-300/2-60Hz

VDO-1600K-6D/30-
4/22/ST-U1-300/2-60Hz

VDO-1600K-6D/45-
4/29/ST-U1-300/2-60Hz

VDO-1250K-6D/5.5-
4/11/ST-U1-300/2-60Hz

VDO-1400K-8D/11-
4/31/ST-U1-300/2-60Hz

VDO-1600K-6D/37-
4/25/ST-U1-300/2-60Hz

VDO-1120K-6D/4.5-
8/13/ST-U1-300/2-60Hz

VDO-1250K-6D/7.5-
4/16/ST-U1-300/2-60Hz

VDO-1400K-6D/11-
4/15/ST-U1-300/2-60Hz

VDO-1600K-6D/45-
4/29/ST-U1-300/2-60Hz

VDO-1120K-6D/5.5-
8/17/ST-U1-300/2-60Hz

VDO-1250K-6D/9.2-
4/19/ST-U1-300/2-60Hz

VDO-1400K-6D/15-
4/20/ST-U1-300/2-60Hz

VDO-1600K-6D/55-
8/23/ST-U1-300/2-60Hz

VDO-1120K-6D/7.5-
8/21/ST-U1-300/2-60Hz

VDO-1250K-6D/11-
4/22/ST-U1-300/2-60Hz

VDO-1400K-6D/18.5-
4/24/ST-U1-300/2-60Hz

VDO-1120K-6D/9.2-
8/25/ST-U1-300/2-60Hz

VDO-1250K-6D/15-
4/29/ST-U1-300/2-60Hz

VDO-1400K-6D/22-
4/27/ST-U1-300/2-60Hz

VDO-1120K-4D/11-
8/10/ST-U1-300/2-60Hz

VDO-1250K-4D/18.5-
4/10/ST-U1-300/2-60Hz

VDO-1400K-6D/30-
8/23/ST-U1-300/2-60Hz

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+762685&ReIssueDate=07%2f06%2f2023&Template=uk
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EN 12101-3:2015 Product information:

Response
Delay N/A

Resistance to
Fire class

F300 (Tested to 300˚C, 120mins)

Motor Rating H

Ancillaries Ancillaries include silencers and outlet vanes
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VDO 400-
1600
400ºC/2h
400V~50Hz
(Standard
model)

Models

VDO-400-4D/0.37-
6/25/ST-U2-400/2

VDO-400-4D/0.37-
6/30/ST-U2-400/2

VDO-400-4D/0.37-
6/35/ST-U2-400/2

VDO-400-4D/0.37-
6/40/ST-U2-400/2

VDO-400-2D/0.75-
6/20/ST-U2-400/2

VDO-400-2D/1.1-6/29/ST-
U2-400/2

VDO-400-2D/1.5-6/38/ST-
U2-400/2

VDO-400-2D/2.2-6/40/ST-
U2-400/2

VDO-400-2/4D/0.8/0.2-
6/20/ST-U2-400/2

VDO-400-2/4D/1.1/0.25-
6/28/ST-U2-400/2

VDO-400-2/4D/1.5/0.37-
6/36/ST-U2-400/2

VDO-400-2/4D/2.2/0.5-
6/40/ST-U2-400/2

VDO-450-4D/0.37-
6/23/ST-U2-400/2

VDO-450-4D/0.37-
6/27/ST-U2-400/2

VDO-450-4D/0.37-
6/32/ST-U2-400/2

VDO-450-4D/0.37-
6/38/ST-U2-400/2

VDO-450-2D/0.75-
6/10/ST-U2-400/2

VDO-450-2D/1.1-6/17/ST-
U2-400/2

VDO-450-2D/1.5-6/24/ST-
U2-400/2

VDO-450-2D/2.2-6/31/ST-
U2-400/2

VDO-450-2D/3-6/38/ST-
U2-400/2

VDO-450-2/4D/0.8/0.2-
6/10/ST-U2-400/2

VDO-450-2/4D/1.1/0.25-
6/16/ST-U2-400/2

VDO-450-2/4D/1.5/0.37-
6/22/ST-U2-400/2

VDO-450-2/4D/2.2/0.5-
6/31/ST-U2-400/2

VDO-450-2/4D/3.1/0.8-
6/38/ST-U2-400/2

VDO-500-4D/0.37-
6/18/ST-U2-400/2

VDO-500-4D/0.37-
6/23/ST-U2-400/2

VDO-500-4D/0.37-
6/27/ST-U2-400/2

VDO-500-4D/0.55-
6/39/ST-U2-400/2

VDO-500-2D/1.5-6/15/ST-
U2-400/2

VDO-500-2D/2.2-6/21/ST-
U2-400/2

VDO-500-2D/3-6/27/ST-
U2-400/2

VDO-500-2D/4-6/32/ST-
U2-400/2

VDO-500-2D/5.5-6/40/ST-
U2-400/2

VDO-500-2/4D/1.5/0.37-
6/11/ST-U2-400/2

VDO-500-2/4D/2.2/0.5-
6/21/ST-U2-400/2

VDO-500-2/4D/3.1/0.8-
6/27/ST-U2-400/2

VDO-500-2/4D/4.4/1.1-
6/33/ST-U2-400/2

VDO-500-2/4D/6/1.5-
6/40/ST-U2-400/2

VDO-560-4D/0.37-
8/13/ST-U2-400/2

VDO-560-4D/0.55-
8/23/ST-U2-400/2

VDO-560-4D/0.75-
8/29/ST-U2-400/2

VDO-560-4D/1.1-8/35/ST-
U2-400/2

VDO-560-2D/3-8/14/ST-
U2-400/2

VDO-560-2D/4-8/18/ST-
U2-400/2

VDO-560-2D/5.5-8/25/ST-
U2-400/2

VDO-560-2D/7.5-8/33/ST-
U2-400/2

VDO-560-2/4D/3.1/0.8-
8/14/ST-U2-400/2

VDO-560-2/4D/4.4/1.1-
8/18/ST-U2-400/2

VDO-560-2/4D/6/1.5-
8/25/ST-U2-400/2

VDO-560-2/4D/8/2-
8/33/ST-U2-400/2

VDO-630-4D/0.55-
8/12/ST-U2-400/2

VDO-630-4D/0.75-
8/18/ST-U2-400/2

VDO-630-4D/1.1-8/24/ST-
U2-400/2

VDO-630-4D/1.5-8/30/ST-
U2-400/2

VDO-630-4D/2.2-8/35/ST-
U2-400/2

VDO-630-2D/5.5-8/15/ST-
U2-400/2

VDO-630-2D/7.5-8/20/ST-
U2-400/2

VDO-630-2D/9.2-8/24/ST-
U2-400/2

VDO-630-2D/11-8/27/ST-
U2-400/2

VDO-630-2D/18.5-
8/35/ST-U2-400/2

VDO-630-2/4D/6/1.5-
8/15/ST-U2-400/2

VDO-630-2/4D/8/2-
8/20/ST-U2-400/2

VDO-630-2/4D/12/3-
8/27/ST-U2-400/2

VDO-630-2/4D/16/4-
8/35/ST-U2-400/2

VDO-630-4/8D/0.6/0.15-
8/12/ST-U2-400/2

VDO-630-4/8D/0.8/0.2-
8/18/ST-U2-400/2

VDO-630-4/8D/1.2/0.3-
8/24/ST-U2-400/2

VDO-630-4/8D/1.6/0.4-
8/30/ST-U2-400/2

VDO-630-4/8D/2.2/0.55-
8/35/ST-U2-400/2

VDO-630-4/6D/0.55/0.2-
8/12/ST-U2-400/2
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VDO 400-
1600
400ºC/2h
400V~50Hz
(standard
model)

Models

VDO-630-4/6D/0.75/0.25-
8/18/ST-U2-400/2

VDO-630-4/6D/1.1/0.3-
8/24/ST-U2-400/2

VDO-630-4/6D/1.5/0.37-
8/30/ST-U2-400/2

VDO-630-4/6D/2.2/0.7-
8/35/ST-U2-400/2

VDO-710-6D/0.37-
8/18/ST-U2-400/2

VDO-710-6D/0.55-
8/24/ST-U2-400/2

VDO-710-6D/0.75-
8/32/ST-U2-400/2

VDO-710-6D/1.1-8/35/ST-
U2-400/2

VDO-710-4D/0.75-
8/10/ST-U2-400/2

VDO-710-4D/1.1-8/14/ST-
U2-400/2

VDO-710-4D/1.5-8/18/ST-
U2-400/2

VDO-710-4D/2.2-8/26/ST-
U2-400/2

VDO-710-4D/3-8/35/ST-
U2-400/2

VDO-710-4/8D/0.8/0.2-
8/10/ST-U2-400/2

VDO-710-4/8D/1.2/0.3-
8/14/ST-U2-400/2

VDO-710-4/8D/1.6/0.4-
8/18/ST-U2-400/2

VDO-710-4/8D/2.2/0.55-
8/26/ST-U2-400/2

VDO-710-4/8D/2.8/0.7-
8/33/ST-U2-400/2

VDO-710-4/6D/0.75/0.25-
8/10/ST-U2-400/2

VDO-710-4/6D/1.1/0.3-
8/14/ST-U2-400/2

VDO-710-4/6D/1.5/0.37-
8/18/ST-U2-400/2

VDO-710-4/6D/2.2/0.7-
8/26/ST-U2-400/2

VDO-710-4/6D/3/1-
8/35/ST-U2-400/2

VDO-800-6D/0.37-
8/10/ST-U2-400/2

VDO-800-6D/0.55-
8/15/ST-U2-400/2

VDO-800-6D/0.75-
8/25/ST-U2-400/2

VDO-800-6D/1.1-8/30/ST-
U2-400/2

VDO-800-6D/1.5-8/35/ST-
U2-400/2

VDO-800-4D/1.5-8/10/ST-
U2-400/2

VDO-800-4D/2.2-8/15/ST-
U2-400/2

VDO-800-4D/3-8/21/ST-
U2-400/2

VDO-800-4D/4-8/26/ST-
U2-400/2

VDO-800-4D/5.5-8/34/ST-
U2-400/2

VDO-800-4/8D/1.6/0.4-
8/10/ST-U2-400/2

VDO-800-4/8D/2.2/0.55-
8/15/ST-U2-400/2

VDO-800-4/8D/2.8/0.7-
8/20/ST-U2-400/2

VDO-800-4/8D/3.8/1-
8/25/ST-U2-400/2

VDO-800-4/8D/5/1.3-
8/33/ST-U2-400/2

VDO-800-4/6D/1.5/0.37-
8/10/ST-U2-400/2

VDO-800-4/6D/2.2/0.7-
8/15/ST-U2-400/2

VDO-800-4/6D/3/1-
8/21/ST-U2-400/2

VDO-800-4/6D/4.5/1.5-
8/28/ST-U2-400/2

VDO-900-6D/0.75-
8/12/ST-U2-400/2

VDO-900-6D/1.1-8/17/ST-
U2-400/2

VDO-900-6D/1.5-8/23/ST-
U2-400/2

VDO-900-6D/2.2-8/30/ST-
U2-400/2

VDO-900-6D/3-8/35/ST-
U2-400/2

VDO-900-4D/3-8/13/ST-
U2-400/2

VDO-900-4D/4-8/16/ST-
U2-400/2

VDO-900-4D/5.5-8/21/ST-
U2-400/2

VDO-900-4D/7.5-8/28/ST-
U2-400/2

VDO-900-4D/11-8/35/ST-
U2-400/2

VDO-900-4/8D/2.8/0.7-
8/12/ST-U2-400/2

VDO-900-4/8D/3.8/1-
8/15/ST-U2-400/2

VDO-900-4/8D/5/1.3-
8/20/ST-U2-400/2

VDO-900-4/8D/7.2/1.8-
8/28/ST-U2-400/2

VDO-900-4/8D/11/3-
8/35/ST-U2-400/2

VDO-900-4/6D/3/1-
8/12/ST-U2-400/2

VDO-900-4/6D/4.5/1.5-
8/16/ST-U2-400/2

VDO-900-4/6D/6/2.2-
8/21/ST-U2-400/2

VDO-900-4/6D/7.5/3.5-
8/27/ST-U2-400/2

VDO-900-4/6D/10/3.3-
8/33/ST-U2-400/2

VDO-1000-6D/1.5-
8/16/ST-U2-400/2

VDO-1000-6D/2.2-
8/20/ST-U2-400/2

VDO-1000-6D/3-8/25/ST-
U2-400/2

VDO-1000-6D/4-8/32/ST-
U2-400/2

VDO-1000-4D/5.5-
8/15/ST-U2-400/2

VDO-1000-4D/7.5-
8/19/ST-U2-400/2

VDO-1000-4D/9.2-
8/22/ST-U2-400/2

VDO-1000-4D/11-
8/26/ST-U2-400/2

VDO-1000-4D/15-
8/33/ST-U2-400/2

VDO-1000-4/8D/5/1.3-
8/14/ST-U2-400/2
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EN 12101-3:2015 Product information:

VDO 400-
1600
400ºC/2h
400V~50Hz
(standard
model)

Models

VDO-1000-4/8D/7.2/1.8-
8/18/ST-U2-400/2

VDO-1000-4/8D/11/3-
8/26/ST-U2-400/2

VDO-1000-4/8D/14/3.5-
8/31/ST-U2-400/2

VDO-1000-4/6D/6/2.2-
8/15/ST-U2-400/2

VDO-1000-4/6D/7.5/3.5-
8/18/ST-U2-400/2

VDO-1000-4/6D/10/3.3-
8/24/ST-U2-400/2

VDO-1000-4/6D/14/4.5-
8/31/ST-U2-400/2

VDO-1120-6D/2.2-
8/13/ST-U2-400/2

VDO-1120-6D/3-8/17/ST-
U2-400/2

VDO-1120-6D/4-8/21/ST-
U2-400/2

VDO-1120-6D/5.5-
8/27/ST-U2-400/2

VDO-1120-6D/7.5-
8/35/ST-U2-400/2

VDO-1120-4D/7.5-
8/12/ST-U2-400/2

VDO-1120-4D/9.2-
8/14/ST-U2-400/2

VDO-1120-4D/11-
8/17/ST-U2-400/2

VDO-1120-4D/15-
8/21/ST-U2-400/2

VDO-1120-4D/18.5-
8/26/ST-U2-400/2

VDO-1120-4D/22-
8/30/ST-U2-400/2

VDO-1120-4/8D/7.2/1.8-
8/11/ST-U2-400/2

VDO-1120-4/8D/11/3-
8/14/ST-U2-400/2

VDO-1120-4/8D/14/3.5-
8/19/ST-U2-400/2

VDO-1120-4/8D/17/4.3-
8/24/ST-U2-400/2

VDO-1120-4/8D/20/5-
8/27/ST-U2-400/2

VDO-1120-4/6D/7.5/3.5-
8/11/ST-U2-400/2

VDO-1120-4/6D/10/3.3-
8/15/ST-U2-400/2

VDO-1120-4/6D/14/4.5-
8/19/ST-U2-400/2

VDO-1120-4/6D/16/6.5-
8/23/ST-U2-400/2

VDO-1120-4/6D/20/8.5-
8/27/ST-U2-400/2

VDO-1250-6D/5.5-
8/12/ST-U2-400/2

VDO-1250-6D/7.5-
8/17/ST-U2-400/2

VDO-1250-6D/11-
8/23/ST-U2-400/2

VDO-1250-6D/15-
8/30/ST-U2-400/2

VDO-1250-4D/18.5-
8/11/ST-U2-400/2

VDO-1250-4D/22-
8/14/ST-U2-400/2

VDO-1250-4D/30-
8/19/ST-U2-400/2

VDO-1250-4/8D/17/4.3-
8/10/ST-U2-400/2

VDO-1250-4/8D/20/5-
8/12/ST-U2-400/2

VDO-1250-4/8D/28/6.5-
8/17/ST-U2-400/2

VDO-1250-4/6D/16/6.5-
8/10/ST-U2-400/2

VDO-1250-4/6D/20/8.5-
8/12/ST-U2-400/2

VDO-1250-4/6D/26/9-
8/16/ST-U2-400/2

VDO-1400-8D/4-8/14/ST-
U2-400/2

VDO-1400-8D/5.5-
8/20/ST-U2-400/2

VDO-1400-8D/7.5-
8/25/ST-U2-400/2

VDO-1400-8D/11-
8/32/ST-U2-400/2

VDO-1400-6D/11-
8/15/ST-U2-400/2

VDO-1400-6D/15-
8/21/ST-U2-400/2

VDO-1400-6D/18.5-
8/25/ST-U2-400/2

VDO-1400-6D/22-
8/29/ST-U2-400/2

VDO-1400-4D/30-
8/12/ST-U2-400/2

VDO-1400-4D/37-
8/15/ST-U2-400/2

VDO-1400-4D/45-
8/18/ST-U2-400/2

VDO-1400-4D/55-
8/22/ST-U2-400/2

VDO-1400-4/8D/28/6.5-
8/12/ST-U2-400/2

VDO-1400-4/8D/37/9.2-
8/15/ST-U2-400/2

VDO-1400-4/8D/44/11-
8/17/ST-U2-400/2

VDO-1400-4/8D/55/14.7-
8/22/ST-U2-400/2

VDO-1400-4/6D/26/9-
8/10/ST-U2-400/2

VDO-1400-4/6D/34/12-
8/13/ST-U2-400/2

VDO-1400-4/6D/40/14-
8/16/ST-U2-400/2

VDO-1400-4/6D/50/18-
8/20/ST-U2-400/2

VDO-1600-8D/5.5-
8/10/ST-U2-400/2

VDO-1600-8D/7.5-
8/15/ST-U2-400/2

VDO-1600-8D/11-
8/20/ST-U2-400/2

VDO-1600-8D/15-
8/27/ST-U2-400/2

VDO-1600-6D/18.5-
8/14/ST-U2-400/2

VDO-1600-6D/22-
8/17/ST-U2-400/2

VDO-1600-6D/30-
8/22/ST-U2-400/2

VDO-1600-6D/37-
8/27/ST-U2-400/2

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+762685&ReIssueDate=07%2f06%2f2023&Template=uk
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EN 12101-3:2015 Product information:

Response
Delay N/A

Resistance to
Fire class F400 (Tested to 400°C, 120mins).

Motor Rating H

Ancillaries Ancillaries include silencers and outlet vanes
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VDO 400-
1600
400ºC/2h
400V~50Hz
(short
model)

Models

VDO-400K-4D/0.37-6/25/ST-
U2-400/2

VDO-400K-4D/0.37-6/30/ST-
U2-400/2

VDO-400K-4D/0.37-6/35/ST-
U2-400/2

VDO-400K-4D/0.37-6/40/ST-
U2-400/2

VDO-400K-2D/0.75-6/20/ST-
U2-400/2

VDO-400K-2D/1.1-6/29/ST-
U2-400/2

VDO-400K-2D/1.5-6/38/ST-
U2-400/2

VDO-400K-2D/2.2-6/40/ST-
U2-400/2

VDO-400K-2/4D/0.8/0.2-
6/20/ST-U2-400/2

VDO-400K-2/4D/1.1/0.25-
6/28/ST-U2-400/2

VDO-400K-2/4D/1.5/0.37-
6/36/ST-U2-400/2

VDO-400K-2/4D/2.2/0.5-
6/40/ST-U2-400/2

VDO-450K-4D/0.37-6/23/ST-
U2-400/2

VDO-450K-4D/0.37-6/27/ST-
U2-400/2

VDO-450K-4D/0.37-6/32/ST-
U2-400/2

VDO-450K-4D/0.37-6/38/ST-
U2-400/2

VDO-450K-2D/0.75-6/10/ST-
U2-400/2

VDO-450K-2D/1.1-6/17/ST-
U2-400/2

VDO-450K-2D/1.5-6/24/ST-
U2-400/2

VDO-450K-2D/2.2-6/31/ST-
U2-400/2

VDO-450K-2D/3-6/38/ST-U2-
400/2

VDO-450K-2/4D/0.8/0.2-
6/10/ST-U2-400/2

VDO-450K-2/4D/1.1/0.25-
6/16/ST-U2-400/2

VDO-450K-2/4D/1.5/0.37-
6/22/ST-U2-400/2

VDO-450K-2/4D/2.2/0.5-
6/31/ST-U2-400/2

VDO-450K-2/4D/3.1/0.8-
6/38/ST-U2-400/2

VDO-500K-4D/0.37-6/18/ST-
U2-400/2

VDO-500K-4D/0.37-6/23/ST-
U2-400/2

VDO-500K-4D/0.37-6/27/ST-
U2-400/2

VDO-500K-4D/0.55-6/39/ST-
U2-400/2

VDO-500K-2D/1.5-6/15/ST-
U2-400/2

VDO-500K-2D/2.2-6/21/ST-
U2-400/2

VDO-500K-2D/3-6/27/ST-U2-
400/2

VDO-500K-2D/4-6/32/ST-U2-
400/2

VDO-500K-2D/5.5-6/40/ST-
U2-400/2

VDO-500K-2/4D/1.5/0.37-
6/11/ST-U2-400/2

VDO-500K-2/4D/2.2/0.5-
6/21/ST-U2-400/2

VDO-500K-2/4D/3.1/0.8-
6/27/ST-U2-400/2

VDO-500K-2/4D/4.4/1.1-
6/33/ST-U2-400/2

VDO-500K-2/4D/6/1.5-
6/40/ST-U2-400/2

VDO-560K-4D/0.37-8/13/ST-
U2-400/2

VDO-560K-4D/0.55-8/23/ST-
U2-400/2

VDO-560K-4D/0.75-8/29/ST-
U2-400/2

VDO-560K-4D/1.1-8/35/ST-
U2-400/2

VDO-560K-2D/3-8/14/ST-U2-
400/2

VDO-560K-2D/4-8/18/ST-U2-
400/2

VDO-560K-2D/5.5-8/25/ST-
U2-400/2

VDO-560K-2D/7.5-8/33/ST-
U2-400/2

VDO-560K-2/4D/3.1/0.8-
8/14/ST-U2-400/2

VDO-560K-2/4D/4.4/1.1-
8/18/ST-U2-400/2

VDO-560K-2/4D/6/1.5-
8/25/ST-U2-400/2

VDO-560K-2/4D/8/2-8/33/ST-
U2-400/2

VDO-630K-4D/0.55-8/12/ST-
U2-400/2

VDO-630K-4D/0.75-8/18/ST-
U2-400/2

VDO-630K-4D/1.1-8/24/ST-
U2-400/2

VDO-630K-4D/1.5-8/30/ST-
U2-400/2

VDO-630K-4D/2.2-8/35/ST-
U2-400/2

VDO-630K-2D/5.5-8/15/ST-
U2-400/2

VDO-630K-2D/7.5-8/20/ST-
U2-400/2

VDO-630K-2D/9.2-8/24/ST-
U2-400/2

VDO-630K-2D/11-8/27/ST-
U2-400/2

VDO-630K-2D/18.5-8/35/ST-
U2-400/2

VDO-630K-2/4D/6/1.5-
8/15/ST-U2-400/2

VDO-630K-2/4D/8/2-8/20/ST-
U2-400/2

VDO-630K-2/4D/12/3-
8/27/ST-U2-400/2

VDO-630K-2/4D/16/4-
8/35/ST-U2-400/2

VDO-630K-4/8D/0.6/0.15-
8/12/ST-U2-400/2

VDO-630K-4/8D/0.8/0.2-
8/18/ST-U2-400/2

VDO-630K-4/8D/1.2/0.3-
8/24/ST-U2-400/2

VDO-630K-4/8D/1.6/0.4-
8/30/ST-U2-400/2

VDO-630K-4/8D/2.2/0.55-
8/35/ST-U2-400/2

VDO-630K-4/6D/0.55/0.2-
8/12/ST-U2-400/2

VDO-630K-4/6D/0.75/0.25-
8/18/ST-U2-400/2

VDO-630K-4/6D/1.1/0.3-
8/24/ST-U2-400/2

VDO-630K-4/6D/1.5/0.37-
8/30/ST-U2-400/2

VDO-630K-4/6D/2.2/0.7-
8/35/ST-U2-400/2
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VDO 400-
1600
400ºC/2h
400V~50Hz
(short
model)

Models

VDO-710K-6D/0.37-8/18/ST-
U2-400/2

VDO-710K-6D/0.55-8/24/ST-
U2-400/2

VDO-710K-6D/0.75-8/32/ST-
U2-400/2

VDO-710K-6D/1.1-8/35/ST-
U2-400/2

VDO-710K-4D/0.75-8/10/ST-
U2-400/2

VDO-710K-4D/1.1-8/14/ST-
U2-400/2

VDO-710K-4D/1.5-8/18/ST-
U2-400/2

VDO-710K-4D/2.2-8/26/ST-
U2-400/2

VDO-710K-4D/3-8/35/ST-U2-
400/2

VDO-710K-4/8D/0.8/0.2-
8/10/ST-U2-400/2

VDO-710K-4/8D/1.2/0.3-
8/14/ST-U2-400/2

VDO-710K-4/8D/1.6/0.4-
8/18/ST-U2-400/2

VDO-710K-4/8D/2.2/0.55-
8/26/ST-U2-400/2

VDO-710K-4/8D/2.8/0.7-
8/33/ST-U2-400/2

VDO-710K-4/6D/0.75/0.25-
8/10/ST-U2-400/2

VDO-710K-4/6D/1.1/0.3-
8/14/ST-U2-400/2

VDO-710K-4/6D/1.5/0.37-
8/18/ST-U2-400/2

VDO-710K-4/6D/2.2/0.7-
8/26/ST-U2-400/2

VDO-710K-4/6D/3/1-8/35/ST-
U2-400/2

VDO-800K-6D/0.37-8/10/ST-
U2-400/2

VDO-800K-6D/0.55-8/15/ST-
U2-400/2

VDO-800K-6D/0.75-8/25/ST-
U2-400/2

VDO-800K-6D/1.1-8/30/ST-
U2-400/2

VDO-800K-6D/1.5-8/35/ST-
U2-400/2

VDO-800K-4D/1.5-8/10/ST-
U2-400/2

VDO-800K-4D/2.2-8/15/ST-
U2-400/2

VDO-800K-4D/3-8/21/ST-U2-
400/2

VDO-800K-4D/4-8/26/ST-U2-
400/2

VDO-800K-4D/5.5-8/34/ST-
U2-400/2

VDO-800K-4/8D/1.6/0.4-
8/10/ST-U2-400/2

VDO-800K-4/8D/2.2/0.55-
8/15/ST-U2-400/2

VDO-800K-4/8D/2.8/0.7-
8/20/ST-U2-400/2

VDO-800K-4/8D/3.8/1-
8/25/ST-U2-400/2

VDO-800K-4/8D/5/1.3-
8/33/ST-U2-400/2

VDO-800K-4/6D/1.5/0.37-
8/10/ST-U2-400/2

VDO-800K-4/6D/2.2/0.7-
8/15/ST-U2-400/2

VDO-800K-4/6D/3/1-8/21/ST-
U2-400/2

VDO-800K-4/6D/4.5/1.5-
8/28/ST-U2-400/2

VDO-900K-6D/0.75-8/12/ST-
U2-400/2

VDO-900K-6D/1.1-8/17/ST-
U2-400/2

VDO-900K-6D/1.5-8/23/ST-
U2-400/2

VDO-900K-6D/2.2-8/30/ST-
U2-400/2

VDO-900K-6D/3-8/35/ST-U2-
400/2

VDO-900K-4D/3-8/13/ST-U2-
400/2

VDO-900K-4D/4-8/16/ST-U2-
400/2

VDO-900K-4D/5.5-8/21/ST-
U2-400/2

VDO-900K-4D/7.5-8/28/ST-
U2-400/2

VDO-900K-4D/11-8/35/ST-
U2-400/2

VDO-900K-4/8D/2.8/0.7-
8/12/ST-U2-400/2

VDO-900K-4/8D/3.8/1-
8/15/ST-U2-400/2

VDO-900K-4/8D/5/1.3-
8/20/ST-U2-400/2

VDO-900K-4/8D/7.2/1.8-
8/28/ST-U2-400/2

VDO-900K-4/8D/11/3-
8/35/ST-U2-400/2

VDO-900K-4/6D/3/1-8/12/ST-
U2-400/2

VDO-900K-4/6D/4.5/1.5-
8/16/ST-U2-400/2

VDO-900K-4/6D/6/2.2-
8/21/ST-U2-400/2

VDO-900K-4/6D/7.5/3.5-
8/27/ST-U2-400/2

VDO-900K-4/6D/10/3.3-
8/33/ST-U2-400/2

VDO-1000K-6D/1.5-8/16/ST-
U2-400/2

VDO-1000K-6D/2.2-8/20/ST-
U2-400/2

VDO-1000K-6D/3-8/25/ST-
U2-400/2

VDO-1000K-6D/4-8/32/ST-
U2-400/2

VDO-1000K-4D/5.5-8/15/ST-
U2-400/2

VDO-1000K-4D/7.5-8/19/ST-
U2-400/2

VDO-1000K-4D/9.2-8/22/ST-
U2-400/2

VDO-1000K-4D/11-8/26/ST-
U2-400/2

VDO-1000K-4D/15-8/33/ST-
U2-400/2

VDO-1000K-4/8D/5/1.3-
8/14/ST-U2-400/2

VDO-1000K-4/8D/7.2/1.8-
8/18/ST-U2-400/2

VDO-1000K-4/8D/11/3-
8/26/ST-U2-400/2

VDO-1000K-4/8D/14/3.5-
8/31/ST-U2-400/2

VDO-1000K-4/6D/6/2.2-
8/15/ST-U2-400/2

VDO-1000K-4/6D/7.5/3.5-
8/18/ST-U2-400/2

VDO-1000K-4/6D/10/3.3-
8/24/ST-U2-400/2

VDO-1000K-4/6D/14/4.5-
8/31/ST-U2-400/2
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VDO 400-
1600
400ºC/2h
400V~50Hz
(short
model)

Models

VDO-1120K-6D/2.2-
8/13/ST-U2-400/2

VDO-1120K-6D/3-
8/17/ST-U2-400/2

VDO-1120K-6D/4-
8/21/ST-U2-400/2

VDO-1120K-6D/5.5-
8/27/ST-U2-400/2

VDO-1120K-6D/7.5-
8/35/ST-U2-400/2

VDO-1120K-4D/7.5-
8/12/ST-U2-400/2

VDO-1120K-4D/9.2-
8/14/ST-U2-400/2

VDO-1120K-4D/11-
8/17/ST-U2-400/2

VDO-1120K-4D/15-
8/21/ST-U2-400/2

VDO-1120K-4D/18.5-
8/26/ST-U2-400/2

VDO-1120K-4D/22-
8/30/ST-U2-400/2

VDO-1120K-4/8D/7.2/1.8-
8/11/ST-U2-400/2

VDO-1120K-4/8D/11/3-
8/14/ST-U2-400/2

VDO-1120K-4/8D/14/3.5-
8/19/ST-U2-400/2

VDO-1120K-4/8D/17/4.3-
8/24/ST-U2-400/2

VDO-1120K-4/8D/20/5-
8/27/ST-U2-400/2

VDO-1120K-4/6D/7.5/3.5-
8/11/ST-U2-400/2

VDO-1120K-4/6D/10/3.3-
8/15/ST-U2-400/2

VDO-1120K-4/6D/14/4.5-
8/19/ST-U2-400/2

VDO-1120K-4/6D/16/6.5-
8/23/ST-U2-400/2

VDO-1120K-4/6D/20/8.5-
8/27/ST-U2-400/2

VDO-1250K-6D/5.5-
8/12/ST-U2-400/2

VDO-1250K-6D/7.5-
8/17/ST-U2-400/2

VDO-1250K-6D/11-
8/23/ST-U2-400/2

VDO-1250K-6D/15-
8/30/ST-U2-400/2

VDO-1250K-4D/18.5-
8/11/ST-U2-400/2

VDO-1250K-4D/22-
8/14/ST-U2-400/2

VDO-1250K-4D/30-
8/19/ST-U2-400/2

VDO-1250K-4/8D/17/4.3-
8/10/ST-U2-400/2

VDO-1250K-4/8D/20/5-
8/12/ST-U2-400/2

VDO-1250K-4/8D/28/6.5-
8/17/ST-U2-400/2

VDO-1250K-4/6D/16/6.5-
8/10/ST-U2-400/2

VDO-1250K-4/6D/20/8.5-
8/12/ST-U2-400/2

VDO-1250K-4/6D/26/9-
8/16/ST-U2-400/2

VDO-1400K-8D/4-
8/14/ST-U2-400/2

VDO-1400K-8D/5.5-
8/20/ST-U2-400/2

VDO-1400K-8D/7.5-
8/25/ST-U2-400/2

VDO-1400K-8D/11-
8/32/ST-U2-400/2

VDO-1400K-6D/11-
8/15/ST-U2-400/2

VDO-1400K-6D/15-
8/21/ST-U2-400/2

VDO-1400K-6D/18.5-
8/25/ST-U2-400/2

VDO-1400K-6D/22-
8/29/ST-U2-400/2

VDO-1400K-4D/30-
8/12/ST-U2-400/2

VDO-1400K-4D/37-
8/15/ST-U2-400/2

VDO-1400K-4D/45-
8/18/ST-U2-400/2

VDO-1400K-4D/55-
8/22/ST-U2-400/2

VDO-1400K-4/8D/28/6.5-
8/12/ST-U2-400/2

VDO-1400K-4/8D/37/9.2-
8/15/ST-U2-400/2

VDO-1400K-4/8D/44/11-
8/17/ST-U2-400/2

VDO-1400K-
4/8D/55/14.7-8/22/ST-

U2-400/2
VDO-1400K-4/6D/26/9-

8/10/ST-U2-400/2
VDO-1400K-4/6D/34/12-

8/13/ST-U2-400/2

VDO-1400K-4/6D/40/14-
8/16/ST-U2-400/2

VDO-1400K-4/6D/50/18-
8/20/ST-U2-400/2

VDO-1600K-8D/5.5-
8/10/ST-U2-400/2

VDO-1600K-8D/7.5-
8/15/ST-U2-400/2

VDO-1600K-8D/11-
8/20/ST-U2-400/2

VDO-1600K-8D/15-
8/27/ST-U2-400/2

VDO-1600K-6D/18.5-
8/14/ST-U2-400/2

VDO-1600K-6D/22-
8/17/ST-U2-400/2

VDO-1600K-6D/30-
8/22/ST-U2-400/2

VDO-1600K-6D/37-
8/27/ST-U2-400/2
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EN 12101-3:2015 Product information:

Response
Delay N/A

Resistance to
Fire class F400 (Tested to 400°C, 120mins).

Motor Rating H

Ancillaries Ancillaries include silencers and outlet vanes
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VDO
300°С/2h
400V~ 50Hz
(standard
models)

Models

VDO-400-4D/0.37-
6/30/AL-U1-300/2

VDO-400-4D/0.37-
6/35/AL-U1-300/2

VDO-400-4D/0.37-
6/40/AL-U1-300/2

VDO-400-4D/0.37-
6/45/AL-U1-300/2

VDO-400-4D/0.37-
8/45/AL-U1-300/2

VDO-400-2D/0.55-
6/25/AL-U1-300/2

VDO-400-2D/0.75-
6/30/AL-U1-300/2

VDO-400-2D/1.1-6/35/AL-
U1-300/2

VDO-400-2D/1.5-6/40/AL-
U1-300/2

VDO-400-2D/1.5-6/45/AL-
U1-300/2

VDO-400-2D/2.2-8/45/AL-
U1-300/2

VDO-400-2/4D/0.8/0.2-
6/30/AL-U1-300/2

VDO-400-2/4D/1.1/0.25-
6/35/AL-U1-300/2

VDO-400-2/4D/1.5/0.37-
6/40/AL-U1-300/2

VDO-400-2/4D/1.5/0.37-
6/45/AL-U1-300/2

VDO-400-2/4D/2.2/0.5-
8/45/AL-U1-300/2

VDO-450-4D/0.37-
6/25/AL-U1-300/2

VDO-450-4D/0.37-
6/30/AL-U1-300/2

VDO-450-4D/0.37-
6/35/AL-U1-300/2

VDO-450-4D/0.37-
6/40/AL-U1-300/2

VDO-450-4D/0.37-
8/40/AL-U1-300/2

VDO-450-4D/0.55-
8/45/AL-U1-300/2

VDO-450-2D/0.75-
6/25/AL-U1-300/2

VDO-450-2D/1.1-6/30/AL-
U1-300/2

VDO-450-2D/1.5-6/35/AL-
U1-300/2

VDO-450-2D/2.2-6/40/AL-
U1-300/2

VDO-450-2D/3-8/40/AL-
U1-300/2

VDO-450-2D/4-8/45/AL-
U1-300/2

VDO-450-2/4D/0.8/0.2-
6/25/AL-U1-300/2

VDO-450-2/4D/1.1/0.25-
6/30/AL-U1-300/2

VDO-450-2/4D/1.5/0.37-
6/35/AL-U1-300/2

VDO-450-2/4D/2.2/0.5-
6/40/AL-U1-300/2

VDO-450-2/4D/3.1/0.8-
8/40/AL-U1-300/2

VDO-450-2/4D/4.4/1.1-
8/45/AL-U1-300/2

VDO-500-4D/0.37-
6/25/AL-U1-300/2

VDO-500-4D/0.37-
6/30/AL-U1-300/2

VDO-500-4D/0.37-
6/35/AL-U1-300/2

VDO-500-4D/0.37-
6/40/AL-U1-300/2

VDO-500-4D/0.55-
6/45/AL-U1-300/2

VDO-500-4D/0.55-
8/45/AL-U1-300/2

VDO-500-2D/1.1-6/25/AL-
U1-300/2

VDO-500-2D/1.5-6/30/AL-
U1-300/2

VDO-500-2D/2.2-6/35/AL-
U1-300/2

VDO-500-2D/3-8/35/AL-
U1-300/2

VDO-500-2D/4-8/40/AL-
U1-300/2

VDO-500-2D/5.5-8/45/AL-
U1-300/2

VDO-500-2/4D/1.1/0.25-
6/25/AL-U1-300/2

VDO-500-2/4D/1.5/0.37-
6/30/AL-U1-300/2

VDO-500-2/4D/2.2/0.5-
6/35/AL-U1-300/2

VDO-500-2/4D/3.1/0.8-
8/35/AL-U1-300/2

VDO-500-2/4D/4.4/1.1-
8/40/AL-U1-300/2

VDO-500-2/4D/6/1.5-
8/45/AL-U1-300/2

VDO-560-4D/0.37-
6/25/AL-U1-300/2

VDO-560-4D/0.37-
6/30/AL-U1-300/2

VDO-560-4D/0.37-
6/35/AL-U1-300/2

VDO-560-4D/0.55-
6/40/AL-U1-300/2

VDO-560-4D/0.55-
6/45/AL-U1-300/2

VDO-560-4D/0.75-
8/45/AL-U1-300/2

VDO-560-2D/1.1-6/25/AL-
U1-300/2

VDO-560-2D/1.5-6/30/AL-
U1-300/2

VDO-560-2D/2.2-8/30/AL-
U1-300/2

VDO-560-2D/4-8/35/AL-
U1-300/2

VDO-560-2D/5.5-8/40/AL-
U1-300/2
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VDO
300°С/2h
400V~ 50Hz
(standard
models)

Models

VDO-560-2D/7.5-8/45/AL-
U1-300/2

VDO-560-2/4D/1.1/0.25-
6/25/AL-U1-300/2

VDO-560-2/4D/1.5/0.37-
6/30/AL-U1-300/2

VDO-560-2/4D/2.2/0.5-
8/30/AL-U1-300/2

VDO-560-2/4D/4.4/1.1-
8/35/AL-U1-300/2

VDO-560-2/4D/6/1.5-
8/40/AL-U1-300/2

VDO-560-2/4D/8/2-
8/45/AL-U1-300/2

VDO-630-4D/0.37-
8/25/AL-U1-300/2

VDO-630-4D/0.55-
8/30/AL-U1-300/2

VDO-630-4D/0.75-
8/35/AL-U1-300/2

VDO-630-4D/1.1-8/40/AL-
U1-300/2

VDO-630-4D/1.1-
6/32.5/AL-U1-300/2

VDO-630-4D/1.5-
6/37.5/AL-U1-300/2

VDO-630-4D/2.2-6/45/AL-
U1-300/2

VDO-630-2D/2.2-6/25/AL-
U1-300/2

VDO-630-2D/3-6/30/AL-
U1-300/2

VDO-630-2D/4-7/32.5/AL-
U1-300/2

VDO-630-2D/5.5-7/35/AL-
U1-300/2

VDO-630-2D/5.5-
7/37.5/AL-U1-300/2

VDO-630-2D/7.5-
7/41.5/AL-U1-300/2

VDO-630-2D/11-
8/41.5/AL-U1-300/2

VDO-630-2D/15-
8/46.5/AL-U1-300/2

VDO-630-2D/15-
9/48.5/AL-U1-300/2

VDO-630-4/8D/0.6/0.15-
8/25/AL-U1-300/2

VDO-630-4/8D/0.6/0.15-
8/30/AL-U1-300/2

VDO-630-4/8D/0.8/0.2-
8/35/AL-U1-300/2

VDO-630-4/8D/1.2/0.3-
8/40/AL-U1-300/2

VDO-630-4/8D/1.2/0.3-
6/32.5/AL-U1-300/2

VDO-630-4/8D/1.6/0.4-
6/37.5/AL-U1-300/2

VDO-630-4/8D/2.2/0.55-
6/45/AL-U1-300/2

VDO-630-4/6D/0.55/0.2-
8/25/AL-U1-300/2

VDO-630-4/6D/0.55/0.2-
8/30/AL-U1-300/2

VDO-630-4/6D/0.75/0.25-
8/35/AL-U1-300/2

VDO-630-4/6D/1.1/0.3-
8/40/AL-U1-300/2

VDO-630-4/6D/1.1/0.3-
6/32.5/AL-U1-300/2

VDO-630-4/6D/1.5/0.37-
6/37.5/AL-U1-300/2

VDO-630-4/6D/2.2/0.7-
6/45/AL-U1-300/2

VDO-630-2/4D/2.2/0.5-
6/25/AL-U1-300/2

VDO-630-2/4D/3.1/0.8-
6/30/AL-U1-300/2

VDO-630-2/4D/4.4/1.1-
7/32.5/AL-U1-300/2

VDO-630-2/4D/6/1.5-
7/35/AL-U1-300/2

VDO-630-2/4D/6/1.5-
7/37.5/AL-U1-300/2

VDO-630-2/4D/8/2-
7/41.5/AL-U1-300/2

VDO-630-2/4D/12/3-
8/41.5/AL-U1-300/2

VDO-630-2/4D/16/4-
8/46.5/AL-U1-300/2

VDO-630-2/4D/16/4-
9/48.5/AL-U1-300/2

VDO-710-6D/0.25-
6/20/AL-U1-300/2

VDO-710-6D/0.25-
6/25/AL-U1-300/2

VDO-710-6D/0.37-
6/30/AL-U1-300/2

VDO-710-6D/0.55-
6/35/AL-U1-300/2

VDO-710-6D/0.75-
6/40/AL-U1-300/2

VDO-710-6D/1.1-6/45/AL-
U1-300/2

VDO-710-4D/0.75-
6/20/AL-U1-300/2

VDO-710-4D/1.1-6/25/AL-
U1-300/2

VDO-710-4D/1.5-6/30/AL-
U1-300/2

VDO-710-4D/2.2-6/35/AL-
U1-300/2

VDO-710-4D/2.2-6/40/AL-
U1-300/2

VDO-710-4D/3-6/45/AL-
U1-300/2

VDO-710-4/8D/0.8/0.2-
6/20/AL-U1-300/2

VDO-710-4/8D/1.2/0.3-
6/25/AL-U1-300/2

VDO-710-4/8D/1.6/0.4-
6/30/AL-U1-300/2

VDO-710-4/8D/2.2/0.55-
6/35/AL-U1-300/2

VDO-710-4/8D/2.2/0.55-
6/40/AL-U1-300/2

VDO-710-4/8D/2.8/0.7-
6/45/AL-U1-300/2

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+762685&ReIssueDate=07%2f06%2f2023&Template=uk


 

Kitemark™ Certificate
No. KM 762685

First Issued: 2023-06-07 Effective Date: 2023-06-07
Latest Issue: 2023-06-07 Expiry Date: 2026-06-06

Page: 22 of 30
This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

EN 12101-3:2015 Product information:

VDO
300°С/2h
400V~ 50Hz
(standard
models)

Models

VDO-710-4/6D/0.75/0.25-
6/20/AL-U1-300/2

VDO-710-4/6D/1.1/0.3-
6/25/AL-U1-300/2

VDO-710-4/6D/1.5/0.37-
6/30/AL-U1-300/2

VDO-710-4/6D/2.2/0.7-
6/35/AL-U1-300/2

VDO-710-4/6D/2.2/0.7-
6/40/AL-U1-300/2

VDO-710-4/6D/3/1-
6/45/AL-U1-300/2

VDO-800-6D/0.37-
6/20/AL-U1-300/2

VDO-800-6D/0.55-
6/25/AL-U1-300/2

VDO-800-6D/0.75-
6/30/AL-U1-300/2

VDO-800-6D/0.75-
6/32.5/AL-U1-300/2

VDO-800-6D/1.1-6/35/AL-
U1-300/2

VDO-800-6D/1.1-
6/37.5/AL-U1-300/2

VDO-800-6D/1.1-6/40/AL-
U1-300/2

VDO-800-6D/1.5-6/45/AL-
U1-300/2

VDO-800-4D/1.1-6/20/AL-
U1-300/2

VDO-800-4D/1.5-6/25/AL-
U1-300/2

VDO-800-4D/2.2-6/30/AL-
U1-300/2

VDO-800-4D/3-6/32.5/AL-
U1-300/2

VDO-800-4D/3-6/35/AL-
U1-300/2

VDO-800-4D/4-6/37.5/AL-
U1-300/2

VDO-800-4D/4-6/40/AL-
U1-300/2

VDO-800-4D/5.5-6/45/AL-
U1-300/2

VDO-800-4/8D/1.2/0.3-
6/20/AL-U1-300/2

VDO-800-4/8D/1.6/0.4-
6/25/AL-U1-300/2

VDO-800-4/8D/2.2/0.55-
6/30/AL-U1-300/2

VDO-800-4/8D/2.8/0.7-
6/32.5/AL-U1-300/2

VDO-800-4/8D/2.8/0.7-
6/35/AL-U1-300/2

VDO-800-4/8D/3.8/1-
6/37.5/AL-U1-300/2

VDO-800-4/8D/3.8/1-
6/40/AL-U1-300/2

VDO-800-4/8D/5/1.3-
6/45/AL-U1-300/2

VDO-800-4/6D/1.1/0.3-
6/20/AL-U1-300/2

VDO-800-4/6D/1.5/0.37-
6/25/AL-U1-300/2

VDO-800-4/6D/2.2/0.7-
6/30/AL-U1-300/2

VDO-800-4/6D/2.2/0.7-
6/32.5/AL-U1-300/2

VDO-800-4/6D/3/1-
6/35/AL-U1-300/2

VDO-800-4/6D/3/1-
6/37.5/AL-U1-300/2

VDO-800-4/6D/4.5/1.5-
6/45/AL-U1-300/2

VDO-900-6D/0.75-
8/12/ST-U2-300/2

VDO-900-6D/1.1-8/17/ST-
U2-300/2

VDO-900-6D/1.5-8/23/ST-
U2-300/2

VDO-900-6D/2.2-8/30/ST-
U2-300/2

VDO-900-6D/3-8/35/ST-
U2-300/2

VDO-900-4D/3-8/13/ST-
U2-300/2

VDO-900-4D/4-8/16/ST-
U2-300/2

VDO-900-4D/5.5-8/21/ST-
U2-300/2

VDO-900-4D/7.5-8/28/ST-
U2-300/2

VDO-900-4D/11-8/35/ST-
U2-300/2

VDO-900-4/8D/2.8/0.7-
8/12/ST-U2-300/2

VDO-900-4/8D/3.8/1-
8/15/ST-U2-300/2

VDO-900-4/8D/5/1.3-
8/20/ST-U2-300/2

VDO-900-4/8D/7.2/1.8-
8/28/ST-U2-300/2

VDO-900-4/8D/11/3-
8/35/ST-U2-300/2

VDO-900-4/6D/3/1-
8/12/ST-U2-300/2

VDO-900-4/6D/4.5/1.5-
8/16/ST-U2-300/2

VDO-900-4/6D/6/2.2-
8/21/ST-U2-300/2

VDO-900-4/6D/7.5/3.5-
8/27/ST-U2-300/2

VDO-900-4/6D/10/3.3-
8/33/ST-U2-300/2

VDO-1000-6D/1.5-
8/16/ST-U2-300/2

VDO-1000-6D/2.2-
8/20/ST-U2-300/2

VDO-1000-6D/3-8/25/ST-
U2-300/2

VDO-1000-6D/4-8/32/ST-
U2-300/2

VDO-1000-4D/5.5-
8/15/ST-U2-300/2

VDO-1000-4D/7.5-
8/19/ST-U2-300/2

VDO-1000-4D/9.2-
8/22/ST-U2-300/2
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EN 12101-3:2015 Product information:

VDO
300°С/2h
400V~ 50Hz
(standard
models)

Models

VDO-1000-4D/11-
8/26/ST-U2-300/2

VDO-1000-4D/15-
8/33/ST-U2-300/2

VDO-1000-4/8D/5/1.3-
8/14/ST-U2-300/2

VDO-1000-4/8D/7.2/1.8-
8/18/ST-U2-300/2

VDO-1000-4/8D/11/3-
8/26/ST-U2-300/2

VDO-1000-4/8D/14/3.5-
8/31/ST-U2-300/2

VDO-1000-4/6D/6/2.2-
8/15/ST-U2-300/2

VDO-1000-4/6D/7.5/3.5-
8/18/ST-U2-300/2

VDO-1000-4/6D/10/3.3-
8/24/ST-U2-300/2

VDO-1000-4/6D/14/4.5-
8/31/ST-U2-300/2

VDO-1120-6D/2.2-
8/13/ST-U2-300/2

VDO-1120-6D/3-8/17/ST-
U2-300/2

VDO-1120-6D/4-8/21/ST-
U2-300/2

VDO-1120-6D/5.5-
8/27/ST-U2-300/2

VDO-1120-6D/7.5-
8/35/ST-U2-300/2

VDO-1120-4D/7.5-
8/12/ST-U2-300/2

VDO-1120-4D/9.2-
8/14/ST-U2-300/2

VDO-1120-4D/11-
8/17/ST-U2-300/2

VDO-1120-4D/15-
8/21/ST-U2-300/2

VDO-1120-4D/18.5-
8/26/ST-U2-300/2

VDO-1120-4D/22-
8/30/ST-U2-300/2

VDO-1120-4/8D/7.2/1.8-
8/11/ST-U2-300/2

VDO-1120-4/8D/11/3-
8/14/ST-U2-300/2

VDO-1120-4/8D/14/3.5-
8/19/ST-U2-300/2

VDO-1120-4/8D/17/4.3-
8/24/ST-U2-300/2

VDO-1120-4/8D/20/5-
8/27/ST-U2-300/2

VDO-1120-4/6D/7.5/3.5-
8/11/ST-U2-300/2

VDO-1120-4/6D/10/3.3-
8/15/ST-U2-300/2

VDO-1120-4/6D/14/4.5-
8/19/ST-U2-300/2

VDO-1120-4/6D/16/6.5-
8/23/ST-U2-300/2

VDO-1120-4/6D/20/8.5-
8/27/ST-U2-300/2

VDO-1250-6D/5.5-
8/12/ST-U2-300/2

VDO-1250-6D/7.5-
8/17/ST-U2-300/2

VDO-1250-6D/11-
8/23/ST-U2-300/2

VDO-1250-6D/15-
8/30/ST-U2-300/2

VDO-1250-4D/18.5-
8/11/ST-U2-300/2

VDO-1250-4D/22-
8/14/ST-U2-300/2

VDO-1250-4D/30-
8/19/ST-U2-300/2

VDO-1250-4/8D/17/4.3-
8/10/ST-U2-300/2

VDO-1250-4/8D/20/5-
8/12/ST-U2-300/2

VDO-1250-4/8D/28/6.5-
8/17/ST-U2-300/2

VDO-1250-4/6D/16/6.5-
8/10/ST-U2-300/2

VDO-1250-4/6D/20/8.5-
8/12/ST-U2-300/2

VDO-1250-4/6D/26/9-
8/16/ST-U2-300/2

VDO-1400-8D/4-8/14/ST-
U2-300/2

VDO-1400-8D/5.5-
8/20/ST-U2-300/2

VDO-1400-8D/7.5-
8/25/ST-U2-300/2

VDO-1400-8D/11-
8/32/ST-U2-300/2

VDO-1400-6D/11-
8/15/ST-U2-300/2

VDO-1400-6D/15-
8/21/ST-U2-300/2

VDO-1400-6D/18.5-
8/25/ST-U2-300/2

VDO-1400-6D/22-
8/29/ST-U2-300/2

VDO-1400-4D/30-
8/12/ST-U2-300/2

VDO-1400-4D/37-
8/15/ST-U2-300/2

VDO-1400-4D/45-
8/18/ST-U2-300/2

VDO-1400-4D/55-
8/22/ST-U2-300/2

VDO-1400-4/8D/28/6.5-
8/12/ST-U2-300/2

VDO-1400-4/8D/37/9.2-
8/15/ST-U2-300/2

VDO-1400-4/8D/44/11-
8/17/ST-U2-300/2

VDO-1400-4/8D/55/14.7-
8/22/ST-U2-300/2

VDO-1400-4/6D/26/9-
8/10/ST-U2-300/2

VDO-1400-4/6D/34/12-
8/13/ST-U2-300/2

VDO-1400-4/6D/40/14-
8/16/ST-U2-300/2

VDO-1400-4/6D/50/18-
8/20/ST-U2-300/2
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EN 12101-3:2015 Product information:

VDO
300°С/2h
400V~ 50Hz
(stand
models)

Models

VDO-1600-8D/5.5-
8/10/ST-U2-300/2

VDO-1600-8D/7.5-
8/15/ST-U2-300/2

VDO-1600-8D/11-
8/20/ST-U2-300/2

VDO-1600-8D/15-
8/27/ST-U2-300/2

VDO-1600-6D/18.5-
8/14/ST-U2-300/2

VDO-1600-6D/22-
8/17/ST-U2-300/2

VDO-1600-6D/30-
8/22/ST-U2-300/2

VDO-1600-6D/37-
8/27/ST-U2-300/2

VDO-1600-6D/45-
8/30/ST-U2-300/2

VDO-1600-4D/55-
8/12/ST-U2-300/2

VDO-1600-4D/75-
8/16/ST-U2-300/2

Response
Delay N/A

Resistance to
Fire class

F300 (Tested to 300˚C, 120mins)

Motor Rating H

Ancillaries Ancillaries include silencers and outlet vanes
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VDO
300°С/2h
400V~ 50Hz
(short
models)

Models

VDO-400K-4D/0.37-
6/30/AL-U1-300/2

VDO-400K-4D/0.37-
6/35/AL-U1-300/2

VDO-400K-4D/0.37-
6/40/AL-U1-300/2

VDO-400K-4D/0.37-
6/45/AL-U1-300/2

VDO-400K-4D/0.37-
8/45/AL-U1-300/2

VDO-400K-2D/0.55-
6/25/AL-U1-300/2

VDO-400K-2D/0.75-
6/30/AL-U1-300/2

VDO-400K-2D/1.1-
6/35/AL-U1-300/2

VDO-400K-2D/1.5-
6/40/AL-U1-300/2

VDO-400K-2D/1.5-
6/45/AL-U1-300/2

VDO-400K-2D/2.2-
8/45/AL-U1-300/2

VDO-400K-2/4D/0.8/0.2-
6/30/AL-U1-300/2

VDO-400K-2/4D/1.1/0.25-
6/35/AL-U1-300/2

VDO-400K-2/4D/1.5/0.37-
6/40/AL-U1-300/2

VDO-400K-2/4D/1.5/0.37-
6/45/AL-U1-300/2

VDO-400K-2/4D/2.2/0.5-
8/45/AL-U1-300/2

VDO-450K-4D/0.37-
6/25/AL-U1-300/2

VDO-450K-4D/0.37-
6/30/AL-U1-300/2

VDO-450K-4D/0.37-
6/35/AL-U1-300/2

VDO-450K-4D/0.37-
6/40/AL-U1-300/2

VDO-450K-4D/0.37-
8/40/AL-U1-300/2

VDO-450K-4D/0.55-
8/45/AL-U1-300/2

VDO-450K-2D/0.75-
6/25/AL-U1-300/2

VDO-450K-2D/1.1-
6/30/AL-U1-300/2

VDO-450K-2D/1.5-
6/35/AL-U1-300/2

VDO-450K-2D/2.2-
6/40/AL-U1-300/2

VDO-450K-2D/3-8/40/AL-
U1-300/2

VDO-450K-2D/4-8/45/AL-
U1-300/2

VDO-450K-2/4D/0.8/0.2-
6/25/AL-U1-300/2

VDO-450K-2/4D/1.1/0.25-
6/30/AL-U1-300/2

VDO-450K-2/4D/1.5/0.37-
6/35/AL-U1-300/2

VDO-450K-2/4D/2.2/0.5-
6/40/AL-U1-300/2

VDO-450K-2/4D/3.1/0.8-
8/40/AL-U1-300/2

VDO-450K-2/4D/4.4/1.1-
8/45/AL-U1-300/2

VDO-500K-4D/0.37-
6/25/AL-U1-300/2

VDO-500K-4D/0.37-
6/30/AL-U1-300/2

VDO-500K-4D/0.37-
6/35/AL-U1-300/2

VDO-500K-4D/0.37-
6/40/AL-U1-300/2

VDO-500K-4D/0.55-
6/45/AL-U1-300/2

VDO-500K-4D/0.55-
8/45/AL-U1-300/2

VDO-500K-2D/1.1-
6/25/AL-U1-300/2

VDO-500K-2D/1.5-
6/30/AL-U1-300/2

VDO-500K-2D/2.2-
6/35/AL-U1-300/2

VDO-500K-2D/3-8/35/AL-
U1-300/2

VDO-500K-2D/4-8/40/AL-
U1-300/2

VDO-500K-2D/5.5-
8/45/AL-U1-300/2

VDO-500K-2/4D/1.1/0.25-
6/25/AL-U1-300/2

VDO-500K-2/4D/1.5/0.37-
6/30/AL-U1-300/2

VDO-500K-2/4D/2.2/0.5-
6/35/AL-U1-300/2

VDO-500K-2/4D/3.1/0.8-
8/35/AL-U1-300/2

VDO-500K-2/4D/4.4/1.1-
8/40/AL-U1-300/2

VDO-500K-2/4D/6/1.5-
8/45/AL-U1-300/2

VDO-560K-4D/0.37-
6/25/AL-U1-300/2

VDO-560K-4D/0.37-
6/30/AL-U1-300/2

VDO-560K-4D/0.37-
6/35/AL-U1-300/2

VDO-560K-4D/0.55-
6/40/AL-U1-300/2

VDO-560K-4D/0.55-
6/45/AL-U1-300/2

VDO-560K-4D/0.75-
8/45/AL-U1-300/2

VDO-560K-2D/1.1-
6/25/AL-U1-300/2

VDO-560K-2D/1.5-
6/30/AL-U1-300/2

VDO-560K-2D/2.2-
8/30/AL-U1-300/2

VDO-560K-2D/4-8/35/AL-
U1-300/2

VDO-560K-2D/5.5-
8/40/AL-U1-300/2

VDO-560K-2D/7.5-
8/45/AL-U1-300/2
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VDO
300°С/2h
400V~ 50Hz
(short
models)

Models

VDO-560K-2/4D/1.1/0.25-
6/25/AL-U1-300/2

VDO-560K-2/4D/1.5/0.37-
6/30/AL-U1-300/2

VDO-560K-2/4D/2.2/0.5-
8/30/AL-U1-300/2

VDO-560K-2/4D/4.4/1.1-
8/35/AL-U1-300/2

VDO-560K-2/4D/6/1.5-
8/40/AL-U1-300/2

VDO-560K-2/4D/8/2-
8/45/AL-U1-300/2

VDO-630K-4D/0.37-
8/25/AL-U1-300/2

VDO-630K-4D/0.55-
8/30/AL-U1-300/2

VDO-630K-4D/0.75-
8/35/AL-U1-300/2

VDO-630K-4D/1.1-
8/40/AL-U1-300/2

VDO-630K-4D/1.1-
6/32.5/AL-U1-300/2

VDO-630K-4D/1.5-
6/37.5/AL-U1-300/2

VDO-630K-4D/2.2-
6/45/AL-U1-300/2

VDO-630K-2D/2.2-
6/25/AL-U1-300/2

VDO-630K-2D/3-6/30/AL-
U1-300/2

VDO-630K-2D/4-
7/32.5/AL-U1-300/2

VDO-630K-2D/5.5-
7/35/AL-U1-300/2

VDO-630K-2D/5.5-
7/37.5/AL-U1-300/2

VDO-630K-2D/7.5-
7/41.5/AL-U1-300/2

VDO-630K-2D/11-
8/41.5/AL-U1-300/2

VDO-630K-2D/15-
8/46.5/AL-U1-300/2

VDO-630K-2D/15-
9/48.5/AL-U1-300/2

VDO-630K-4/8D/0.6/0.15-
8/25/AL-U1-300/2

VDO-630K-4/8D/0.6/0.15-
8/30/AL-U1-300/2

VDO-630K-4/8D/0.8/0.2-
8/35/AL-U1-300/2

VDO-630K-4/8D/1.2/0.3-
8/40/AL-U1-300/2

VDO-630K-4/8D/1.2/0.3-
6/32.5/AL-U1-300/2

VDO-630K-4/8D/1.6/0.4-
6/37.5/AL-U1-300/2

VDO-630K-4/8D/2.2/0.55-
6/45/AL-U1-300/2

VDO-630K-4/6D/0.55/0.2-
8/25/AL-U1-300/2

VDO-630K-4/6D/0.55/0.2-
8/30/AL-U1-300/2

VDO-630K-
4/6D/0.75/0.25-8/35/AL-

U1-300/2

VDO-630K-4/6D/1.1/0.3-
8/40/AL-U1-300/2

VDO-630K-4/6D/1.1/0.3-
6/32.5/AL-U1-300/2

VDO-630K-4/6D/1.5/0.37-
6/37.5/AL-U1-300/2

VDO-630K-4/6D/2.2/0.7-
6/45/AL-U1-300/2

VDO-630K-2/4D/2.2/0.5-
6/25/AL-U1-300/2

VDO-630K-2/4D/3.1/0.8-
6/30/AL-U1-300/2

VDO-630K-2/4D/4.4/1.1-
7/32.5/AL-U1-300/2

VDO-630K-2/4D/6/1.5-
7/35/AL-U1-300/2

VDO-630K-2/4D/6/1.5-
7/37.5/AL-U1-300/2

VDO-630K-2/4D/8/2-
7/41.5/AL-U1-300/2

VDO-630K-2/4D/12/3-
8/41.5/AL-U1-300/2

VDO-630K-2/4D/16/4-
8/46.5/AL-U1-300/2

VDO-630K-2/4D/16/4-
9/48.5/AL-U1-300/2

VDO-710K-6D/0.25-
6/20/AL-U1-300/2

VDO-710K-6D/0.25-
6/25/AL-U1-300/2

VDO-710K-6D/0.37-
6/30/AL-U1-300/2

VDO-710K-6D/0.55-
6/35/AL-U1-300/2

VDO-710K-6D/0.75-
6/40/AL-U1-300/2

VDO-710K-6D/1.1-
6/45/AL-U1-300/2

VDO-710K-4D/0.75-
6/20/AL-U1-300/2

VDO-710K-4D/1.1-
6/25/AL-U1-300/2

VDO-710K-4D/1.5-
6/30/AL-U1-300/2

VDO-710K-4D/2.2-
6/35/AL-U1-300/2

VDO-710K-4D/2.2-
6/40/AL-U1-300/2

VDO-710K-4D/3-6/45/AL-
U1-300/2

VDO-710K-4/8D/0.8/0.2-
6/20/AL-U1-300/2

VDO-710K-4/8D/1.2/0.3-
6/25/AL-U1-300/2

VDO-710K-4/8D/1.6/0.4-
6/30/AL-U1-300/2

VDO-710K-4/8D/2.2/0.55-
6/35/AL-U1-300/2

VDO-710K-4/8D/2.2/0.55-
6/40/AL-U1-300/2

VDO-710K-4/8D/2.8/0.7-
6/45/AL-U1-300/2

VDO-710K-
4/6D/0.75/0.25-6/20/AL-

U1-300/2
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VDO
300°С/2h
400V~ 50Hz
(short
models)

Models

VDO-710K-4/6D/1.1/0.3-
6/25/AL-U1-300/2

VDO-710K-4/6D/1.5/0.37-
6/30/AL-U1-300/2

VDO-710K-4/6D/2.2/0.7-
6/35/AL-U1-300/2

VDO-710K-4/6D/2.2/0.7-
6/40/AL-U1-300/2

VDO-710K-4/6D/3/1-
6/45/AL-U1-300/2

VDO-800K-6D/0.37-
6/20/AL-U1-300/2

VDO-800K-6D/0.55-
6/25/AL-U1-300/2

VDO-800K-6D/0.75-
6/30/AL-U1-300/2

VDO-800K-6D/0.75-
6/32.5/AL-U1-300/2

VDO-800K-6D/1.1-
6/35/AL-U1-300/2

VDO-800K-6D/1.1-
6/37.5/AL-U1-300/2

VDO-800K-6D/1.1-
6/40/AL-U1-300/2

VDO-800K-6D/1.5-
6/45/AL-U1-300/2

VDO-800K-4D/1.1-
6/20/AL-U1-300/2

VDO-800K-4D/1.5-
6/25/AL-U1-300/2

VDO-800K-4D/2.2-
6/30/AL-U1-300/2

VDO-800K-4D/3-
6/32.5/AL-U1-300/2

VDO-800K-4D/3-6/35/AL-
U1-300/2

VDO-800K-4D/4-
6/37.5/AL-U1-300/2

VDO-800K-4D/4-6/40/AL-
U1-300/2

VDO-800K-4D/5.5-
6/45/AL-U1-300/2

VDO-800K-4/8D/1.2/0.3-
6/20/AL-U1-300/2

VDO-800K-4/8D/1.6/0.4-
6/25/AL-U1-300/2

VDO-800K-4/8D/2.2/0.55-
6/30/AL-U1-300/2

VDO-800K-4/8D/2.8/0.7-
6/32.5/AL-U1-300/2

VDO-800K-4/8D/2.8/0.7-
6/35/AL-U1-300/2

VDO-800K-4/8D/3.8/1-
6/37.5/AL-U1-300/2

VDO-800K-4/8D/3.8/1-
6/40/AL-U1-300/2

VDO-800K-4/8D/5/1.3-
6/45/AL-U1-300/2

VDO-800K-4/6D/1.1/0.3-
6/20/AL-U1-300/2

VDO-800K-4/6D/1.5/0.37-
6/25/AL-U1-300/2

VDO-800K-4/6D/2.2/0.7-
6/30/AL-U1-300/2

VDO-800K-4/6D/2.2/0.7-
6/32.5/AL-U1-300/2 VDO-800K-4/6D/3/1-

6/35/AL-U1-300/2
VDO-800K-4/6D/3/1-
6/37.5/AL-U1-300/2

VDO-800K-4/6D/4.5/1.5-
6/45/AL-U1-300/2

VDO-900K-6D/0.75-
8/12/ST-U2-300/2

VDO-900K-6D/1.1-
8/17/ST-U2-300/2

VDO-900K-6D/1.5-
8/23/ST-U2-300/2

VDO-900K-6D/2.2-
8/30/ST-U2-300/2

VDO-900K-6D/3-8/35/ST-
U2-300/2

VDO-900K-4D/3-8/13/ST-
U2-300/2

VDO-900K-4D/4-8/16/ST-
U2-300/2

VDO-900K-4D/5.5-
8/21/ST-U2-300/2

VDO-900K-4D/7.5-
8/28/ST-U2-300/2

VDO-900K-4D/11-
8/35/ST-U2-300/2

VDO-900K-4/8D/2.8/0.7-
8/12/ST-U2-300/2

VDO-900K-4/8D/3.8/1-
8/15/ST-U2-300/2

VDO-900K-4/8D/5/1.3-
8/20/ST-U2-300/2

VDO-900K-4/8D/7.2/1.8-
8/28/ST-U2-300/2

VDO-900K-4/8D/11/3-
8/35/ST-U2-300/2

VDO-900K-4/6D/3/1-
8/12/ST-U2-300/2

VDO-900K-4/6D/4.5/1.5-
8/16/ST-U2-300/2

VDO-900K-4/6D/6/2.2-
8/21/ST-U2-300/2

VDO-900K-4/6D/7.5/3.5-
8/27/ST-U2-300/2

VDO-900K-4/6D/10/3.3-
8/33/ST-U2-300/2

VDO-1000K-6D/1.5-
8/16/ST-U2-300/2

VDO-1000K-6D/2.2-
8/20/ST-U2-300/2

VDO-1000K-6D/3-
8/25/ST-U2-300/2

VDO-1000K-6D/4-
8/32/ST-U2-300/2

VDO-1000K-4D/5.5-
8/15/ST-U2-300/2

VDO-1000K-4D/7.5-
8/19/ST-U2-300/2

VDO-1000K-4D/9.2-
8/22/ST-U2-300/2

VDO-1000K-4D/11-
8/26/ST-U2-300/2
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EN 12101-3:2015 Product information:

VDO
300°С/2h
400V~ 50Hz
(short
models)

Models

VDO-1000K-4D/15-
8/33/ST-U2-300/2

VDO-1000K-4/8D/5/1.3-
8/14/ST-U2-300/2

VDO-1000K-4/8D/7.2/1.8-
8/18/ST-U2-300/2

VDO-1000K-4/8D/11/3-
8/26/ST-U2-300/2

VDO-1000K-4/8D/14/3.5-
8/31/ST-U2-300/2

VDO-1000K-4/6D/6/2.2-
8/15/ST-U2-300/2

VDO-1000K-4/6D/7.5/3.5-
8/18/ST-U2-300/2

VDO-1000K-4/6D/10/3.3-
8/24/ST-U2-300/2

VDO-1000K-4/6D/14/4.5-
8/31/ST-U2-300/2

VDO-1120K-6D/2.2-
8/13/ST-U2-300/2

VDO-1120K-6D/3-
8/17/ST-U2-300/2

VDO-1120K-6D/4-
8/21/ST-U2-300/2

VDO-1120K-6D/5.5-
8/27/ST-U2-300/2

VDO-1120K-6D/7.5-
8/35/ST-U2-300/2

VDO-1120K-4D/7.5-
8/12/ST-U2-300/2

VDO-1120K-4D/9.2-
8/14/ST-U2-300/2

VDO-1120K-4D/11-
8/17/ST-U2-300/2

VDO-1120K-4D/15-
8/21/ST-U2-300/2

VDO-1120K-4D/18.5-
8/26/ST-U2-300/2

VDO-1120K-4D/22-
8/30/ST-U2-300/2

VDO-1120K-4/8D/7.2/1.8-
8/11/ST-U2-300/2

VDO-1120K-4/8D/11/3-
8/14/ST-U2-300/2

VDO-1120K-4/8D/14/3.5-
8/19/ST-U2-300/2

VDO-1120K-4/8D/17/4.3-
8/24/ST-U2-300/2

VDO-1120K-4/8D/20/5-
8/27/ST-U2-300/2

VDO-1120K-4/6D/7.5/3.5-
8/11/ST-U2-300/2

VDO-1120K-4/6D/10/3.3-
8/15/ST-U2-300/2

VDO-1120K-4/6D/14/4.5-
8/19/ST-U2-300/2

VDO-1120K-4/6D/16/6.5-
8/23/ST-U2-300/2

VDO-1120K-4/6D/20/8.5-
8/27/ST-U2-300/2

VDO-1250K-6D/5.5-
8/12/ST-U2-300/2

VDO-1250K-6D/7.5-
8/17/ST-U2-300/2

VDO-1250K-6D/11-
8/23/ST-U2-300/2

VDO-1250K-6D/15-
8/30/ST-U2-300/2

VDO-1250K-4D/18.5-
8/11/ST-U2-300/2

VDO-1250K-4D/22-
8/14/ST-U2-300/2

VDO-1250K-4D/30-
8/19/ST-U2-300/2

VDO-1250K-4/8D/17/4.3-
8/10/ST-U2-300/2

VDO-1250K-4/8D/20/5-
8/12/ST-U2-300/2

VDO-1250K-4/8D/28/6.5-
8/17/ST-U2-300/2

VDO-1250K-4/6D/16/6.5-
8/10/ST-U2-300/2

VDO-1250K-4/6D/20/8.5-
8/12/ST-U2-300/2

VDO-1250K-4/6D/26/9-
8/16/ST-U2-300/2

VDO-1400K-8D/4-
8/14/ST-U2-300/2

VDO-1400K-8D/5.5-
8/20/ST-U2-300/2

VDO-1400K-8D/7.5-
8/25/ST-U2-300/2

VDO-1400K-8D/11-
8/32/ST-U2-300/2

VDO-1400K-6D/11-
8/15/ST-U2-300/2

VDO-1400K-6D/15-
8/21/ST-U2-300/2

VDO-1400K-6D/18.5-
8/25/ST-U2-300/2

VDO-1400K-6D/22-
8/29/ST-U2-300/2

VDO-1400K-4D/30-
8/12/ST-U2-300/2

VDO-1400K-4D/37-
8/15/ST-U2-300/2

VDO-1400K-4D/45-
8/18/ST-U2-300/2

VDO-1400K-4D/55-
8/22/ST-U2-300/2

VDO-1400K-4/8D/28/6.5-
8/12/ST-U2-300/2

VDO-1400K-4/8D/37/9.2-
8/15/ST-U2-300/2

VDO-1400K-4/8D/44/11-
8/17/ST-U2-300/2

VDO-1400K-
4/8D/55/14.7-8/22/ST-

U2-300/2

VDO-1400K-4/6D/26/9-
8/10/ST-U2-300/2

VDO-1400K-4/6D/34/12-
8/13/ST-U2-300/2

VDO-1400K-4/6D/40/14-
8/16/ST-U2-300/2

VDO-1400K-4/6D/50/18-
8/20/ST-U2-300/2

VDO-1600K-8D/5.5-
8/10/ST-U2-300/2
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EN 12101-3:2015 Product information:

VDO
300°С/2h
400V~ 50Hz
(short
models)

Models

VDO-1600K-8D/7.5-
8/15/ST-U2-300/2

VDO-1600K-8D/11-
8/20/ST-U2-300/2

VDO-1600K-8D/15-
8/27/ST-U2-300/2

VDO-1600K-6D/18.5-
8/14/ST-U2-300/2

VDO-1600K-6D/22-
8/17/ST-U2-300/2

VDO-1600K-6D/30-
8/22/ST-U2-300/2

VDO-1600K-6D/37-
8/27/ST-U2-300/2

VDO-1600K-6D/45-
8/30/ST-U2-300/2

VDO-1600K-4D/55-
8/12/ST-U2-300/2

VDO-1600K-4D/75-
8/16/ST-U2-300/2

Response
Delay N/A

Resistance to
Fire class

F300 (Tested to 300˚C, 120mins)

Motor Rating H

Ancillaries Ancillaries include silencers and outlet vanes
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Manufacturing plant Certified Activities

Ventilation Systems PrJSC EN 12101-3:2015
36, SOBORNOSTI Str Powered smoke and heat exhaust ventilators
BOYARKA
08154
Ukraine
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